


AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
STREET "A"

AutoCAD SHX Text
STREET "B"

AutoCAD SHX Text
%%UINTERSECTION FLOW DIAGRAM

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
1

AutoCAD SHX Text
100

AutoCAD SHX Text
1. MAJOR STREET PROFILE CROSS SECTION DOMINATES WHEN NEEDED. 2. 2.5% MAXIMUM DIAGONAL CROSS-SLOPES SHALL BE MAINTAINED   WITH 2% WALKING SLOPE AND CROSS-SLOPE AT CROSS-WALKS.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
1.5% (MIN)

AutoCAD SHX Text
1.5% (MIN)

AutoCAD SHX Text
1.5% (MIN)

AutoCAD SHX Text
1.5% (MIN)

AutoCAD SHX Text
TYPICAL INTERSECTION CROSS-FLOW DIAGRAM



AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
2'

AutoCAD SHX Text
6"

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
TYPE F CURB PER FDOT  STANDARDS

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
2'

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CURB

AutoCAD SHX Text
NTS

AutoCAD SHX Text
1/4"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%uTYPICAL ROADWAY SECTION%%U

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
1

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
OF

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
WITH CURB & GUTTER

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
TYPICAL SECTION 

AutoCAD SHX Text
3.

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
6.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" SHALL BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
CONCRETE FOR CURBS SHALL MEET FDOT SPECIFICATIONS FOR CLASS I CONCRETE.

AutoCAD SHX Text
RESIDENTIAL LOCAL ROADS MAY BE REDUCED TO 10 FT. TRAVEL LANES AND RESIDENTIAL COLLECTOR ROADS MAY BE REDUCED TO 11 FT. LANES, IF APPROVED IN WRITING BY THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
R/W VARIES (25' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
R/W VARIES (25' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
BASE

AutoCAD SHX Text
7.

AutoCAD SHX Text
ADDITIONAL INFORMATION REGARDING TYPICAL SECTIONS MAY BE FOUND IN THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18

AutoCAD SHX Text
6'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
6"

AutoCAD SHX Text
5'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
8.

AutoCAD SHX Text
SIDEWALK TO BE CONSTRUCTED PER THE LAND DEVELOPMENT CODE.



AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
2'

AutoCAD SHX Text
6"

AutoCAD SHX Text
MIAMI CURB INDEX 300

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
2'

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CURB

AutoCAD SHX Text
NTS

AutoCAD SHX Text
1/4"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%uTYPICAL ROADWAY SECTION%%U

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
WITH MIAMI CURB

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
TYPICAL SECTION 

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
CONCRETE FOR CURBS SHALL MEET FDOT SPECIFICATIONS FOR CLASS I CONCRETE.

AutoCAD SHX Text
MIAMI CURB IS NOT CONSIDERED CURB UNDER THE CLEAR RECOVERY AREA REQUIREMENTS WHERE THE MINIMUM RECOVERY IS 6 FEET AND INCREASES ACCORDING TO SPEED.

AutoCAD SHX Text
RESIDENTIAL LOCAL ROADS MAY BE REDUCED TO 10 FT. TRAVEL LANES AND RESIDENTIAL COLLECTOR ROADS MAY BE REDUCED TO 11 FT. LANES, IF APPROVED IN WRITING BY THE DIRECTOR OF PUBLIC WORKS. ADDITIONAL INFORMATION REGARDING TYPICAL SECTIONS MAY BE FOUND IN THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
BASE

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
6'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
6"

AutoCAD SHX Text
5'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18

AutoCAD SHX Text
8.

AutoCAD SHX Text
SIDEWALK TO BE CONSTRUCTED PER THE LAND DEVELOPMENT CODE.



AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%uTYPICAL ROADWAY SECTION%%U

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
6"

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
CURB (SEE INDEX 300)

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
CONCRETE FOR CURBS SHALL MEET FDOT SPECIFICATIONS FOR CLASS I CONCRETE.

AutoCAD SHX Text
THIS SECTION SHALL ONLY BE USED FOR RECONSTRUCTION OF EXISTING STREETS WITH STAND UP CURB. IT SHALL NOT BE USED FOR NEW CONSTRUCTION.

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL SECTION 

AutoCAD SHX Text
WITH STANDUP CURB

AutoCAD SHX Text
RESIDENTIAL LOCAL ROADS MAY BE REDUCED TO 10 FT. TRAVEL LANES AND RESIDENTIAL COLLECTOR ROADS MAY BE REDUCED TO 11 FT. LANES, IF APPROVED IN WRITING BY THE DIRECTOR OF PUBLIC WORKS. ADDITIONAL INFORMATION REGARDING TYPICAL SECTIONS MAY BE FOUND IN THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
R/W VARIES (25' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
R/W VARIES (25' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
3

AutoCAD SHX Text
OF

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
6'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
6"

AutoCAD SHX Text
5'

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18

AutoCAD SHX Text
8.

AutoCAD SHX Text
SIDEWALK TO BE CONSTRUCTED PER THE LAND DEVELOPMENT CODE.



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL SECTIONS

AutoCAD SHX Text
WITH DITCH

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
6'

AutoCAD SHX Text
1:3 MAX

AutoCAD SHX Text
6"

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%uTYPICAL ROADWAY SECTION%%U

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
4' (TYP)

AutoCAD SHX Text
2' PREFERRED (1' MINIMUM)

AutoCAD SHX Text
DEPTH AND WIDTH VARY SEE CROSS SECTIONS 

AutoCAD SHX Text
6%%% MIN

AutoCAD SHX Text
1:4 MAX

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
1:3 MAX

AutoCAD SHX Text
1:4 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
6'

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
CONCRETE FOR CURBS SHALL MEET FDOT SPECIFICATIONS FOR CLASS I CONCRETE.

AutoCAD SHX Text
TYPICAL SECTION SHOULDER WIDTH MUST BE MAINTAINED WITHIN INTERSECTION RETURNS.

AutoCAD SHX Text
RESIDENTIAL LOCAL ROADS MAY BE REDUCED TO 10 FT. TRAVEL LANES AND RESIDENTIAL COLLECTOR ROADS MAY BE REDUCED TO 11 FT. LANES, IF APPROVED IN WRITING BY THE DIRECTOR OF PUBLIC WORKS. ADDITIONAL INFORMATION REGARDING TYPICAL SECTIONS MAY BE FOUND IN THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
4

AutoCAD SHX Text
OF

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
BASE

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
6'

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
0.06

AutoCAD SHX Text
8.

AutoCAD SHX Text
THIS TYPICAL SECTION SHALL NOT BE USED FOR RESIDENTIAL SUBDIVISIONS AND MUST MEET THE CLEAR RECOVERY AREA REQUIREMENTS SHOWN IN THIS INDEX.

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
5'

AutoCAD SHX Text
6"

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
6"

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
5'

AutoCAD SHX Text
9.

AutoCAD SHX Text
SIDEWALK TO BE CONSTRUCTED PER THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18

AutoCAD SHX Text
PAVED SHOULDER DETAIL



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL SECTIONS

AutoCAD SHX Text
WITH SWALES

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
6'

AutoCAD SHX Text
1:6 MAX

AutoCAD SHX Text
6"

AutoCAD SHX Text
12' (SEE NOTE 6)

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%uTYPICAL ROADWAY SECTION%%U

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
R/W VARIES (36' MIN LOCAL STREETS) (40' MIN COLLECTOR STREETS)

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
2' PREFERRED (1' MINIMUM)

AutoCAD SHX Text
DEPTH AND WIDTH VARY SEE CROSS SECTIONS 

AutoCAD SHX Text
1:6 MAX

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
6'

AutoCAD SHX Text
ROADSIDE CLEAR ZONE PER GREENBOOK TABLE 3-12

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS.

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS. A GEOTECHNICAL REPORT IS REQUIRED.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
CONCRETE FOR CURBS SHALL MEET FDOT SPECIFICATIONS FOR CLASS I CONCRETE.

AutoCAD SHX Text
TYPICAL SECTION SHOULDER WIDTH MUST BE MAINTAINED WITHIN INTERSECTION RETURNS.

AutoCAD SHX Text
RESIDENTIAL LOCAL ROADS MAY BE REDUCED TO 10 FT. TRAVEL LANES AND RESIDENTIAL COLLECTOR ROADS MAY BE REDUCED TO 11 FT. LANES, IF APPROVED IN WRITING BY THE DIRECTOR OF PUBLIC WORKS.ADDITIONAL INFORMATION REGARDING TYPICAL SECTIONS MAY BE FOUND IN THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
5

AutoCAD SHX Text
OF

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
8.

AutoCAD SHX Text
THIS TYPICAL SECTION SHALL NOT BE USED FOR RESIDENTIAL SUBDIVISIONS AND MUST MEET THE CLEAR RECOVERY AREA REQUIREMENTS SHOWN IN THIS INDEX.

AutoCAD SHX Text
4'

AutoCAD SHX Text
4'

AutoCAD SHX Text
1:6 MAX

AutoCAD SHX Text
1:6 MAX

AutoCAD SHX Text
1:12 PREFERRED

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
6"

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
5'

AutoCAD SHX Text
5'

AutoCAD SHX Text
6"

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
9.

AutoCAD SHX Text
SIDEWALK TO BE CONSTRUCTED PER THE LAND DEVELOPMENT CODE.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
6

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
OF

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
WITH INVERTED CROWN

AutoCAD SHX Text
TYPICAL ALLEY SECTION 

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%UTYPICAL ALLEY SECTION

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
VARIES (4'-10')

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
6"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES (4'-10')

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES (0'-10')

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
VARIES (0'-10')

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
3"

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
WHERE PAVEMENT WIDTH IS EQUAL TO THE RIGHT-OF-WAY WIDTH, THE STABILIZED SUBGRADE AND LIMEROCK BASE ARE TO BE LIMITED TO THE ACTUAL WIDTH OF PAVEMENT.

AutoCAD SHX Text
THE USE OF THIS TYPICAL ALLEY SECTION WILL HAVE EXTREMELY LIMITED APPLICATIONS, AND MUST BE APPROVED BY THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
7

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
OF

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
WITH NORMAL CROWN

AutoCAD SHX Text
TYPICAL ALLEY SECTION 

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%UTYPICAL ALLEY SECTION

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
WHERE PAVEMENT WIDTH IS EQUAL TO THE RIGHT-OF-WAY WIDTH, THE STABILIZED SUBGRADE AND LIMEROCK BASE ARE TO BE LIMITED TO THE ACTUAL WIDTH OF PAVEMENT.

AutoCAD SHX Text
THE USE OF THIS TYPICAL ALLEY SECTION WILL HAVE EXTREMELY LIMITED APPLICATIONS, AND MUST BE APPROVED BY THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
VARIES (4'-10')

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
6"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES (4'-10')

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES (0'-10')

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
VARIES (0'-10')

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
2%%% MIN

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
8

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
OF

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
INTERNAL ROAD SECTION

AutoCAD SHX Text
MULTI-FAMILY DEVELOPMENT

AutoCAD SHX Text
LEVEL IN FILL

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:2 MAX

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%UTYPICAL ALLEY SECTION

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
10' (MIN)

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
  CONSTRUCTION

AutoCAD SHX Text
6"

AutoCAD SHX Text
10' (MIN)

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
SOD OR SPRIG

AutoCAD SHX Text
STABILIZED SUBGRADE TO FDOT SPEC 160

AutoCAD SHX Text
OPTIONAL BASE GROUP  PER FDOT SPEC 230

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE COURSE

AutoCAD SHX Text
3"

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
3.

AutoCAD SHX Text
6.

AutoCAD SHX Text
BASE COURSE TO BE COMPACTED LIMEROCK MEETING CURRENT FDOT STANDARDS SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM THICKNESS OF 8" SHALL BE USED ON ALL COLLECTOR ROADS. A MINIMUM THICKNESS OF 6" MAY BE USED ON LOCAL RESIDENTIAL STREETS. A GEOTECHNICAL REPORT IS REQUIRED

AutoCAD SHX Text
STABILIZED SUBGRADE TO MEET CURRENT FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION, HAVING A MINIMUM THICKNESS OF 12" ON LOCAL AND COLLECTOR STREETS.

AutoCAD SHX Text
LIMEROCK BASE AND STABILIZED SUBGRADE SHALL BE COMPACTED TO 98% OF MAXIMUM DENSITY AS DETERMINED BY AASHTO T-180. THE CITY'S INSPECTOR MAY REQUEST ADDITIONAL DENSITY TESTS IN ADDITION TO THE STANDARD TESTING LOCATIONS. IN ADDITION THE INSPECTOR MAY REQUEST ANY MATERIAL THAT IS NOT FROM AN FDOT APPROVED SOURCE WILL BE SUBJECT TO ADDITIONAL PROCTORS TAKEN FOR EACH LOAD.

AutoCAD SHX Text
ALTERNATE RIGID PAVEMENT DESIGN. ROADWAY TO CONSIST OF 6" THICK PORTLAND CEMENT PAVEMENT (3000 PSI) CONSTRUCTED ON A COMPACTED UNYIELDING SURFACE. NO BASE OF STABILIZATION REQUIRED.

AutoCAD SHX Text
PRIVATE MOBILE HOME PARK,

AutoCAD SHX Text
PRIVATE ROAD RIGHT-OF-WAY CORRIDOR WIDTH VARIES

AutoCAD SHX Text
20' (MIN)

AutoCAD SHX Text
6"

AutoCAD SHX Text
THIS SHEET REPRESENTS MINIMUM STANDARDS FOR PRIVATE ROADS. SEE SHEETS 101-1 THROUGH 101-7 FOR ALTERNATE TYPICAL SECTION DESIGNS.

AutoCAD SHX Text
7.

AutoCAD SHX Text
CROWN MAY BE NORMAL OR INVERTED.

AutoCAD SHX Text
SURFACE COURSE OF ALL ROADWAYS SHALL BE ASPHALT CONCRETE MEETING THE FDOT PAVEMENT DESIGN MANUAL AND STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. A MINIMUM OF 1-1/4" THICKNESS OF ASPHALT CONCRETE SHALL BE USED ON LOCAL RESIDENTIAL STREETS AND 1-1/2" OF ASPHALT CONCRETE ON RESIDENTIAL COLLECTOR STREETS. FOR PROJECTED TRAFFIC VOLUMES WITH AN AADT AT OR ABOVE 7500 VPD, OR PROJECTED TRUCK VOLUME AT OR ABOVE 5%, A PAVEMENT STRUCTURE FOR THE INTENDED USE SHALL BE DESIGNED, IN ACCORDANCE TO THE FDOT FLEXIBLE PAVEMENT DESIGN MANUAL.

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/23/15

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1/6/16

AutoCAD SHX Text
REVISED

AutoCAD SHX Text
6/14/18



AutoCAD SHX Text
5' SIDEWALK

AutoCAD SHX Text
(SEE CURB DETAILS)

AutoCAD SHX Text
12" CONCRETE RIBBON CURB

AutoCAD SHX Text
1" SAND CEMENT SETTING BED

AutoCAD SHX Text
1 1/4 " ASPHALT CONCRETE SURFACE TYPE "S"

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
PAVER BRICK

AutoCAD SHX Text
12" SUBGRADE PER CITY SPECS

AutoCAD SHX Text
PER CITY SPECS

AutoCAD SHX Text
6" PRIMED LIMEROCK BASE

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
SUBGRADE WITH COMPACTED UNYIELDING SURFACE

AutoCAD SHX Text
OR ASPHALT BASE COURSE

AutoCAD SHX Text
6" PORTLAND CEMENT PAVEMENT (3000 PSI)

AutoCAD SHX Text
CLEAN BUILDERS SAND

AutoCAD SHX Text
1" SAND CEMENT SETTING BED

AutoCAD SHX Text
INTERLOCKING PAVER BRICKS

AutoCAD SHX Text
CLEAN BUILDERS SAND

AutoCAD SHX Text
INTERLOCKING PAVER BRICKS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
%%UALTERNATE CROSS SECTION

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
%%UCROSS SECTION

AutoCAD SHX Text
5' SIDEWALK

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
(SEE CURB DETAILS)

AutoCAD SHX Text
6" CONCRETE HEADER CURB

AutoCAD SHX Text
(SEE CURB DETAILS)

AutoCAD SHX Text
6" CONCRETE HEADER CURB

AutoCAD SHX Text
TYPE "F" CURB & GUTTER

AutoCAD SHX Text
TYPE "F" CURB & GUTTER

AutoCAD SHX Text
EDGE OF EXISTING PAVEMENT

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DATE: 12/15/00

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
ORNAMENTAL PAVER BRICK

AutoCAD SHX Text
PAVEMENT SECTIONS

AutoCAD SHX Text
9

AutoCAD SHX Text
OF

AutoCAD SHX Text
9

AutoCAD SHX Text
101 

AutoCAD SHX Text
CONCRETE PAVERS SHALL MEET ASTM DESIGNATION C936 AND NCMA DESIGNATION A-10-78.  MINIMUM 8000 PSI AVERAGE COMPRESSIVE STRENGTH WITH TESTING PROCEDURES IN ACCORDANCE WITH ASTM C-170.

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%uNOTES:%%U

AutoCAD SHX Text
N.T.S.



AutoCAD SHX Text
 CONC

AutoCAD SHX Text
6"

AutoCAD SHX Text
4"R

AutoCAD SHX Text
%%UCITY OF LAKELAND STANDARD CURB 

AutoCAD SHX Text
CLASS I

AutoCAD SHX Text
8"

AutoCAD SHX Text
6"

AutoCAD SHX Text
16"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
12" R.

AutoCAD SHX Text
9"

AutoCAD SHX Text
7"

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
24"

AutoCAD SHX Text
CLASS I

AutoCAD SHX Text
CONC.

AutoCAD SHX Text
6"

AutoCAD SHX Text
%%UMIAMI CURB

AutoCAD SHX Text
NTS

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
/

AutoCAD SHX Text
1

AutoCAD SHX Text
"

AutoCAD SHX Text
TOP OF FINISHED

AutoCAD SHX Text
PAVEMENT TO BE

AutoCAD SHX Text
1/4" ABOVE LIP

AutoCAD SHX Text
OF GUTTER.

AutoCAD SHX Text
3/4"R

AutoCAD SHX Text
3/4"R

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
CURB DETAILS

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
102

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
EXISTING GROUND OR COMPACTED NATURAL GROUND

AutoCAD SHX Text
EXISTING GROUND OR COMPACTED NATURAL GROUND



AutoCAD SHX Text
10'

AutoCAD SHX Text
TYPE "D" CURB

AutoCAD SHX Text
TYPE "F" CURB & GUTTER

AutoCAD SHX Text
%%UTYPE "D" CURB TO TYPE "F" CURB & GUTTER

AutoCAD SHX Text
MIAMI CURB 

AutoCAD SHX Text
10'

AutoCAD SHX Text
%%UMIAMI CURB TO STANDARD CURB

AutoCAD SHX Text
%%UMIAMI CURB TO TYPE "F" CURB & GUTTER

AutoCAD SHX Text
MIAMI CURB 

AutoCAD SHX Text
CURB & GUTTER

AutoCAD SHX Text
10'

AutoCAD SHX Text
%%UCITY OF LAKELAND STANDARD CURB TO TYPE "F" CURB & GUTTER

AutoCAD SHX Text
CURB & GUTTER

AutoCAD SHX Text
10'

AutoCAD SHX Text
STANDARD CURB 

AutoCAD SHX Text
STANDARD CURB 

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
CURB TRANSITION DETAILS

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
102

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16



AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
REBAR

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
12"

AutoCAD SHX Text
MINIMUM

AutoCAD SHX Text
12"

AutoCAD SHX Text
6" LIMEROCK

AutoCAD SHX Text
BASE

AutoCAD SHX Text
6" LIMEROCK

AutoCAD SHX Text
BASE

AutoCAD SHX Text
12" STABILIZED

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
PAVER BRICKS

AutoCAD SHX Text
1" SAND CEMENT

AutoCAD SHX Text
SETTING BED

AutoCAD SHX Text
1 1/4 " ASPHALTIC CONCRETE

AutoCAD SHX Text
SURFACE TYPE "S"

AutoCAD SHX Text
1 1/4 " ASPHALTIC CONCRETE

AutoCAD SHX Text
SURFACE TYPE "S"

AutoCAD SHX Text
1" SAND CEMENT

AutoCAD SHX Text
SETTING BED

AutoCAD SHX Text
PAVER BRICKS

AutoCAD SHX Text
 1/2 " EXPANSION JOINT

AutoCAD SHX Text
%%URIBBON CURB

AutoCAD SHX Text
12" STABILIZED

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
12" STABILIZED

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
6" LIMEROCK

AutoCAD SHX Text
BASE

AutoCAD SHX Text
1 1/4 " ASPHALTIC CONCRETE

AutoCAD SHX Text
SURFACE TYPE "S"

AutoCAD SHX Text
1" SAND CEMENT

AutoCAD SHX Text
SETTING BED

AutoCAD SHX Text
PAVER BRICKS

AutoCAD SHX Text
1 1/4 " ASPHALTIC CONCRETE

AutoCAD SHX Text
SURFACE TYPE "S"

AutoCAD SHX Text
6" LIMEROCK

AutoCAD SHX Text
BASE

AutoCAD SHX Text
6"

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
REBAR

AutoCAD SHX Text
 1/2 " EXPANSION JOINT

AutoCAD SHX Text
%%UHEADER CURB

AutoCAD SHX Text
12"

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
HEADER & RIBBON CURB DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
1

AutoCAD SHX Text
103

AutoCAD SHX Text
FOR ORNAMENTAL PAVER BRICK

AutoCAD SHX Text
CONCRETE TO BE 3000 PSI AT 28 DAYS, SCORE EVERY 10' EXPANSION JOINTS EVERY 30' WITH (1) MINIMUM. REBAR TO BE #4 SPACED 6" O.C. AND CONTINUOUS.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
3"(MIN)

AutoCAD SHX Text
3"(MIN)



AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
CURB & GUTTER ARE TO LIP OF GUTTER.

AutoCAD SHX Text
CURB AND MEASUREMENTS ON MIAMI CURB AND TYPE "F"

AutoCAD SHX Text
MEASUREMENTS ON STANDARD CURB ARE TO FACE OF

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
STANDARD CURB,

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
44' MIN. R.

AutoCAD SHX Text
50' MIN.

AutoCAD SHX Text
R. VARIES

AutoCAD SHX Text
MIAMI CURB OR

AutoCAD SHX Text
TYPE "F" CURB

AutoCAD SHX Text
& GUTTER

AutoCAD SHX Text
%%UCUL-DE-SAC

AutoCAD SHX Text
NTS

AutoCAD SHX Text
50' MIN.

AutoCAD SHX Text
1200' MAX.

AutoCAD SHX Text
SEE

AutoCAD SHX Text
NOTE 2

AutoCAD SHX Text
35' R. TYP.

AutoCAD SHX Text
25' R. TYP.

AutoCAD SHX Text
24'

AutoCAD SHX Text
WIDTH INFORMATION.

AutoCAD SHX Text
24' MIN.

AutoCAD SHX Text
SEE SECTION 2-4 (E) FOR REDUCED PAVEMENT 

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL TURNING RADII

AutoCAD SHX Text
FOR CUL-DE-SAC

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
104

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
C

AutoCAD SHX Text
CITY OF LAKELAND STANDARD CURB OR MIAMI CURB   (ISLAND OPTIONAL)

AutoCAD SHX Text
CITY OF LAKELAND STANDARD CURB OR MIAMI CURB WITH INTERIOR PLANTER OR PAVERS  (ISLAND OPTIONAL)



AutoCAD SHX Text
35' R. TYP.

AutoCAD SHX Text
CURB & GUTTER ARE TO LIP OF GUTTER.

AutoCAD SHX Text
CURB AND MEASUREMENTS ON MIAMI CURB AND TYPE "F"

AutoCAD SHX Text
1. MEASUREMENTS ON STANDARD CURB ARE TO FACE OF

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
NOTE 2

AutoCAD SHX Text
SEE

AutoCAD SHX Text
STANDARD CURB,

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
50' MIN.

AutoCAD SHX Text
44' MIN. R.

AutoCAD SHX Text
50' MIN.

AutoCAD SHX Text
R. VARIES

AutoCAD SHX Text
MIAMI CURB OR

AutoCAD SHX Text
TYPE "F" CURB

AutoCAD SHX Text
& GUTTER

AutoCAD SHX Text
%%UOFFSET CUL-DE-SAC

AutoCAD SHX Text
NTS

AutoCAD SHX Text
25' R. TYP.

AutoCAD SHX Text
1200' MAX.

AutoCAD SHX Text
2.

AutoCAD SHX Text
WIDTH INFORMATION.

AutoCAD SHX Text
24'

AutoCAD SHX Text
24' MIN.

AutoCAD SHX Text
SEE SECTION 2-4 (E) FOR REDUCED PAVEMENT 

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL TURNING RADII

AutoCAD SHX Text
FOR OFFSET CUL-DE-SAC

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
104

AutoCAD SHX Text
C

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
CITY OF LAKELAND STANDARD CURB OR MIAMI CURB  (ISLAND OPTIONAL)

AutoCAD SHX Text
CITY OF LAKELAND STANDARD CURB OR MIAMI CURB WITH INTERIOR PLANTER OR PAVERS  (ISLAND OPTIONAL)



AutoCAD SHX Text
INSCRIBED CIRCLE DIAMETER 100' TO 180'

AutoCAD SHX Text
CENTER ISLAND 

AutoCAD SHX Text
APPROACH LANE (12' MIN)

AutoCAD SHX Text
DEPARTURE LANE (12' MIN)

AutoCAD SHX Text
MIDDLE LANE (16' MIN)

AutoCAD SHX Text
SPLITTER ISLAND 60' TO 200'

AutoCAD SHX Text
CIRCULATORY ROADWAY WIDTH (16' TO 20') 

AutoCAD SHX Text
APRON (10' MIN)

AutoCAD SHX Text
3' R

AutoCAD SHX Text
1' R

AutoCAD SHX Text
OFFSET 3' DOWN TO 1'

AutoCAD SHX Text
OFFSET 3' DOWN TO 1'

AutoCAD SHX Text
1' R

AutoCAD SHX Text
1' R

AutoCAD SHX Text
CROSSWALK 10'

AutoCAD SHX Text
SPLITTER ISLAND DETAIL

AutoCAD SHX Text
25' TO 50'

AutoCAD SHX Text
NOTE: 1. ALL DIMENSIONS SHOWN ARE MINIMUM STANDARDS. THE ALL DIMENSIONS SHOWN ARE MINIMUM STANDARDS. THE PUBLIC WORKS DIRECTOR MAY APPROVE DIMENSIONS BELOW THIS DEPENDING ON THE LOCATION. 2. FDOT AND CITY STAFF MUST REVIEW AND APPROVE ANY FDOT AND CITY STAFF MUST REVIEW AND APPROVE ANY ROUNDABOUT DESIGN AT CONCEPTUAL / 30% PHASE. 3. ROUNDABOUTS ARE ENCOURAGED WHERE APPROPRIATE ROUNDABOUTS ARE ENCOURAGED WHERE APPROPRIATE WITHIN THE CITY OF LAKELAND. 4. APPROPRIATE DESIGN VEHICLES MUST BE CHOSEN FOR APPROPRIATE DESIGN VEHICLES MUST BE CHOSEN FOR EACH SITE. STATE HIGHWAY DESIGN VEHICLE IS A WB62 TRUCK.

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
105

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
STATE HIGHWAY SYSTEM URBAN SINGLE LANE ROUNDABOUT

AutoCAD SHX Text
7/17/18



AutoCAD SHX Text
INSCRIBED CIRCLE DIAMETER 60' TO 130'

AutoCAD SHX Text
APPROACH LANE (12' MIN)

AutoCAD SHX Text
DEPARTURE LANE (12' MIN)

AutoCAD SHX Text
MIDDLE LANE (16' MIN) 

AutoCAD SHX Text
SPLITTER ISLAND 60' TO 100'

AutoCAD SHX Text
CIRCULATORY ROADWAY WIDTH (14' TO 20')

AutoCAD SHX Text
APRON  (10' MIN)

AutoCAD SHX Text
MOUNTABLE APRON OR CENTER ISLAND

AutoCAD SHX Text
3' R

AutoCAD SHX Text
1' R

AutoCAD SHX Text
OFFSET 3' DOWN TO 1'

AutoCAD SHX Text
OFFSET 3' DOWN TO 1'

AutoCAD SHX Text
1' R

AutoCAD SHX Text
1' R

AutoCAD SHX Text
CROSSWALK 10'

AutoCAD SHX Text
SPLITTER ISLAND DETAIL

AutoCAD SHX Text
50' MIN

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
105

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
STATE HIGHWAY SYSTEM URBAN COMPACT OR MINI ROUNDABOUT

AutoCAD SHX Text
7/17/18

AutoCAD SHX Text
NOTE: 1. ALL DIMENSIONS SHOWN ARE MINIMUM STANDARDS. THE ALL DIMENSIONS SHOWN ARE MINIMUM STANDARDS. THE PUBLIC WORKS DIRECTOR MAY APPROVE DIMENSIONS BELOW THIS DEPENDING ON THE LOCATION. 2. FDOT AND CITY STAFF MUST REVIEW AND APPROVE ANY FDOT AND CITY STAFF MUST REVIEW AND APPROVE ANY ROUNDABOUT DESIGN AT CONCEPTUAL / 30% PHASE. 3. ROUNDABOUTS ARE ENCOURAGED WHERE APPROPRIATE ROUNDABOUTS ARE ENCOURAGED WHERE APPROPRIATE WITHIN THE CITY OF LAKELAND. 4. APPROPRIATE DESIGN VEHICLES MUST BE CHOSEN FOR APPROPRIATE DESIGN VEHICLES MUST BE CHOSEN FOR EACH SITE. STATE HIGHWAY DESIGN VEHICLE IS A WB62 TRUCK.



AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
C/L

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
STREET "A"

AutoCAD SHX Text
STREET "B"

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
R

AutoCAD SHX Text
%%USTREET INTERSECTION

AutoCAD SHX Text
LANE WIDTH (A)

AutoCAD SHX Text
STREET A

AutoCAD SHX Text
STREET A

AutoCAD SHX Text
STREET B

AutoCAD SHX Text
STREET B

AutoCAD SHX Text
INTERSECTION

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
COLLECTOR & LOCAL

AutoCAD SHX Text
FUNCTIONAL CLASS

AutoCAD SHX Text
12'

AutoCAD SHX Text
ANY

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
ANY

AutoCAD SHX Text
LANE WIDTH (B)

AutoCAD SHX Text
FUNCTIONAL CLASS

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
LOCAL

AutoCAD SHX Text
COLLECTOR & LOCAL

AutoCAD SHX Text
COLLECTOR & LOCAL

AutoCAD SHX Text
COLLECTOR & LOCAL

AutoCAD SHX Text
COLLECTOR & LOCAL

AutoCAD SHX Text
RADII (R)

AutoCAD SHX Text
35'

AutoCAD SHX Text
35'

AutoCAD SHX Text
30'

AutoCAD SHX Text
C/L

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
12'

AutoCAD SHX Text
35' - 50'

AutoCAD SHX Text
35' - 50'

AutoCAD SHX Text
35' - 50'

AutoCAD SHX Text
35' - 50'

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
INTERSECTION CORNER RADII

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
106

AutoCAD SHX Text
POINT OF MEASUREMENT URBAN SECTIONS - FACE OF CURB OR LIP OF GUTTER (EDGE OF PAVEMENT) RURAL SECTIONS - EDGE OF PAVEMENT FOR DEFINITION OF LOCAL & COLLECTOR STREETS, REFER TO CITY  OF LAKELAND LAND DEVELOPMENT REGULATIONS, ARTICLE 37. FOR COMMERCIAL/INDUSTRIAL DEVELOPMENT, OR COLLECTOR/LOCAL STREETS WHERE HIGH VOLUME OF TRUCK TRAFFIC IS ANTICIPATED, THE MINIMUM TURNING RADII SHALL BE 50 FEET.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16



AutoCAD SHX Text
1'-5"R

AutoCAD SHX Text
1'-4"

AutoCAD SHX Text
1'-9"

AutoCAD SHX Text
%%UCURB HEIGHT TRANSITION DETAIL

AutoCAD SHX Text
NTS

AutoCAD SHX Text
10 1/2"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
5' MIN

AutoCAD SHX Text
1/4":1'

AutoCAD SHX Text
MIN LEVEL

AutoCAD SHX Text
(6" FOR TRAFFIC AREAS)

AutoCAD SHX Text
4"

AutoCAD SHX Text
1":1' MAX

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
2" PER FT

AutoCAD SHX Text
6"

AutoCAD SHX Text
10 1/2"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
8"

AutoCAD SHX Text
1/2"

AutoCAD SHX Text
1" R

AutoCAD SHX Text
TO EXCEED

AutoCAD SHX Text
SLOPE NOT

AutoCAD SHX Text
NORMAL SIDEWALK

AutoCAD SHX Text
SLOPE = 1/4":1'

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%USECTION B-B CURBED STREET

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%USECTION B-B UNCURBED STREET

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
4"

AutoCAD SHX Text
(6" FOR TRAFFIC AREAS)

AutoCAD SHX Text
1/4":1'

AutoCAD SHX Text
5' MIN

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
6"-12"

AutoCAD SHX Text
DESIRABLE

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%USECTION A-A

AutoCAD SHX Text
(5' WHERE DIRT DRIVE EXISTS)

AutoCAD SHX Text
SLOPE NOT

AutoCAD SHX Text
TO EXCEED

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
6"

AutoCAD SHX Text
2" PER FT

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
%%UWITH TYPE "D" CURB OR

AutoCAD SHX Text
%%UWITH TYPE "F" CURB AND GUTTER

AutoCAD SHX Text
6"

AutoCAD SHX Text
10 1/2"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
%%UCURB HEIGHT TRANSITION DETAIL

AutoCAD SHX Text
5' MIN

AutoCAD SHX Text
1'-4"

AutoCAD SHX Text
MIN

AutoCAD SHX Text
%%UWHERE NO UTILITY STRIP EXISTS

AutoCAD SHX Text
10:1 MAX SLOPE

AutoCAD SHX Text
FORM - DRIVE. 6/93 (Pg. 3 OF 3)

AutoCAD SHX Text
%%UWHERE UTILITY STRIP EXISTS

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
SIDEWALKS AND DRIVEWAYS

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
106

AutoCAD SHX Text
%%UOR MIAMI CURB

AutoCAD SHX Text
%%UCITY STANDARD CURB

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
NOTES: 1. CONCRETE APRONS TO EXTEND 5 FEET BEYOND DRIVEWAY WIDTH CONCRETE APRONS TO EXTEND 5 FEET BEYOND DRIVEWAY WIDTH ALONG RIGHT OF WAY LINE.



AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
6" CONCRETE

AutoCAD SHX Text
(CLASS 1 3000 P.S.I.)

AutoCAD SHX Text
C/L OF SWALE OR DITCH

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
PIPE WITH MITERED END

AutoCAD SHX Text
SECTION AS REQUIRED

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
3'

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
6" CONCRETE

AutoCAD SHX Text
APRON

AutoCAD SHX Text
F/L TO

AutoCAD SHX Text
MATCH

AutoCAD SHX Text
SWALE

AutoCAD SHX Text
%%USECTION AA

AutoCAD SHX Text
C/L OF SWALE 

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
9:1 (MAX.)

AutoCAD SHX Text
10:1 (MAX.)

AutoCAD SHX Text
6" CONCRETE 

AutoCAD SHX Text
APRON

AutoCAD SHX Text
C/L OF SWALE 

AutoCAD SHX Text
9:1 (MAX.)

AutoCAD SHX Text
10:1 (MAX.)

AutoCAD SHX Text
INV. OF ELLIPICAL CONC.

AutoCAD SHX Text
PIPE TO MATCH SWALE F/L

AutoCAD SHX Text
%%USECTION AA

AutoCAD SHX Text
%%USWALE SECTIONS

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
INV. OF CONCRETE PIPE

AutoCAD SHX Text
TO MATCH DITCH F/L

AutoCAD SHX Text
4'

AutoCAD SHX Text
3:1 MAX.

AutoCAD SHX Text
4:1 MAX.

AutoCAD SHX Text
6" CONCRETE

AutoCAD SHX Text
APRON

AutoCAD SHX Text
%%UDITCH SECTION AA

AutoCAD SHX Text
C/L OF DITCH

AutoCAD SHX Text
CONCRETE APRON

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
ROADSIDE SWALE OR

AutoCAD SHX Text
3

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
106

AutoCAD SHX Text
DRIVEWAY DETAIL FOR

AutoCAD SHX Text
DITCH DESIGN

AutoCAD SHX Text
USE CLASS IV RCP WHERE CONCRETE DRIVEWAY APRON IS IN DIRECT CONTACT WITH PIPE CULVERT PER SECTION 9.41 OF FDOT STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION. MINIMUM PIPE CULVERT DIAMETER SIZE SHALL BE  18" CIRCULAR OR EQUIVALENT ELLIPTICAL.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
10:1 (MAX.)

AutoCAD SHX Text
9:1 (MAX.)

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
3'

AutoCAD SHX Text
MIN.



AutoCAD SHX Text
   5' 

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
 1/4"/FT.

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
4" CONCRETE (3000 P.S.I. MIN)

AutoCAD SHX Text
%%USIDEWALK ADJACENT TO RIGHT OF WAY

AutoCAD SHX Text
EXISTING PAVEMENT

AutoCAD SHX Text
 1/4 " /FT.

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
4" CONCRETE (3000 P.S.I. MIN)

AutoCAD SHX Text
   6'

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
 1'

AutoCAD SHX Text
S0D

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
CONSTRUCT CURB OR

AutoCAD SHX Text
CURB & GUTTER

AutoCAD SHX Text
%%USIDEWALK ADJACENT TO PAVMENT

AutoCAD SHX Text
* OVER 12" USE SECTION BELOW AND INCLUDE RETAINING WALL IF REQUIRED

AutoCAD SHX Text
(NO CURB)

AutoCAD SHX Text
VARIES (5' MIN.)      

AutoCAD SHX Text
6" TO 12"* 

AutoCAD SHX Text
EXISTING PAVEMENT

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
TYPICAL SIDEWALK SECTIONS

AutoCAD SHX Text
4

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
106

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
VARIES (3' MIN.)      

AutoCAD SHX Text
2:1 BACKSLOPE MAX



AutoCAD SHX Text
EXISTING PAVEMENT

AutoCAD SHX Text
 1/4"/FT.

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
4" CONCRETE (3000 P.S.I. MIN)

AutoCAD SHX Text
EXISTING CURB OR

AutoCAD SHX Text
CURB & GUTTER

AutoCAD SHX Text
   6'

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
%%URETAINING WALL

AutoCAD SHX Text
(RAILING MAY BE REQUIRED UNDER CERTAIN CONDITIONS)

AutoCAD SHX Text
6"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
RETAINING WALL TO BE DESIGNED WITH REINFORCING STEEL

AutoCAD SHX Text
THIS DRAWING IS FOR REFERENCE INFORMATION ONLY.

AutoCAD SHX Text
CONSTRUCTION OF RETAINING WALLS SHALL CONFORM

AutoCAD SHX Text
TO FDOT STRUCTURES STANDARDS INDEX MANUAL AND

AutoCAD SHX Text
CONSTRUCTION (LATEST EDITIONS).

AutoCAD SHX Text
DESIGN PLANS OF RETAINING WALLS SHALL BE SIGNED

AutoCAD SHX Text
AND SEALED BY A STRUCTURAL/GEOTECHNICAL ENGINEER

AutoCAD SHX Text
WHEN REQUIRED BY THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
FDOT STANDARD SPECIFICATIONS  FOR ROAD AND BRIDGE

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
MISCELLANEOUS DETAILS

AutoCAD SHX Text
5

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
106

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
RETAINING WALL (SEE NOTES BELOW)



AutoCAD SHX Text
A CROSS SECTION NOT TO SCALE

AutoCAD SHX Text
CONC, TRAFFIC C

AutoCAD SHX Text
SUPERPAVE ASPHALT

AutoCAD SHX Text
ON THE PLAN

AutoCAD SHX Text
STRIPING AS SHOWN

AutoCAD SHX Text
10'

AutoCAD SHX Text
12'

AutoCAD SHX Text
10'

AutoCAD SHX Text
6"

AutoCAD SHX Text
EDGE GRIND AND SAW CUT

AutoCAD SHX Text
ASPHALT JOINS EXISTING

AutoCAD SHX Text
BUTT JOINT WHERE NEW

AutoCAD SHX Text
SURFACE

AutoCAD SHX Text
TO PROVIDE A FLUSH

AutoCAD SHX Text
EDGE GRIND AND SAW CUT

AutoCAD SHX Text
ASPHALT JOINS EXISTING

AutoCAD SHX Text
BUTT JOINT WHERE NEW

AutoCAD SHX Text
SURFACE

AutoCAD SHX Text
TO PROVIDE A FLUSH

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CURB

AutoCAD SHX Text
EDGE LINE

AutoCAD SHX Text
DIRECTION

AutoCAD SHX Text
C TRAVEL LANE

AutoCAD SHX Text
L

AutoCAD SHX Text
C TRAVEL LANE

AutoCAD SHX Text
L

AutoCAD SHX Text
OF TRAVEL

AutoCAD SHX Text
DIRECTION

AutoCAD SHX Text
OF TRAVEL

AutoCAD SHX Text
250'

AutoCAD SHX Text
SOLAR POWERED

AutoCAD SHX Text
FLASHING BEACON

AutoCAD SHX Text
W11-2R

AutoCAD SHX Text
W16-7P

AutoCAD SHX Text
W11-2R

AutoCAD SHX Text
W16-9P

AutoCAD SHX Text
250'

AutoCAD SHX Text
CURB

AutoCAD SHX Text
EDGE LINE

AutoCAD SHX Text
DIRECTION

AutoCAD SHX Text
OF TRAVEL

AutoCAD SHX Text
DIRECTION

AutoCAD SHX Text
OF TRAVEL

AutoCAD SHX Text
C TRAVEL LANE

AutoCAD SHX Text
L

AutoCAD SHX Text
C TRAVEL LANE

AutoCAD SHX Text
L

AutoCAD SHX Text
W11-2R

AutoCAD SHX Text
W16-9P

AutoCAD SHX Text
SOLAR POWERED

AutoCAD SHX Text
FLASHING BEACON

AutoCAD SHX Text
W11-2R

AutoCAD SHX Text
W16-7P

AutoCAD SHX Text
CURB

AutoCAD SHX Text
EDGE LINE

AutoCAD SHX Text
EDGE LINE

AutoCAD SHX Text
CURB

AutoCAD SHX Text
2%%% MAX

AutoCAD SHX Text
CROSS-SLOPE

AutoCAD SHX Text
AT MEDIAN

AutoCAD SHX Text
CROSS-SLOPE TO

AutoCAD SHX Text
MATCH EXISTING

AutoCAD SHX Text
ROAD PROFILE

AutoCAD SHX Text
CROSS-SLOPE TO

AutoCAD SHX Text
MATCH EXISTING

AutoCAD SHX Text
ROAD PROFILE

AutoCAD SHX Text
6" WHITE (TYP)

AutoCAD SHX Text
12"

AutoCAD SHX Text
12" WHITE

AutoCAD SHX Text
MARKINGS

AutoCAD SHX Text
10'

AutoCAD SHX Text
10'

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
107

AutoCAD SHX Text
8/16/18

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
TYPICAL RAISED CROSSWALK

AutoCAD SHX Text
A

AutoCAD SHX Text
CROSS SECTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
A

AutoCAD SHX Text
*

AutoCAD SHX Text
* MEDIAN OFFSET  MEDIAN OFFSET MEDIAN OFFSET 

AutoCAD SHX Text
WIDTH

AutoCAD SHX Text
OFFSET

AutoCAD SHX Text
12'-16'

AutoCAD SHX Text
7'

AutoCAD SHX Text
8'-12'

AutoCAD SHX Text
5'

AutoCAD SHX Text
6' MIN

AutoCAD SHX Text
4'



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
107

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
A-A CROSS SECTION NOT TO SCALE

AutoCAD SHX Text
TRANSITIONS ON EACH SIDE

AutoCAD SHX Text
4 FT CURB TO TRENCH DRAIN

AutoCAD SHX Text
(EXISTING)

AutoCAD SHX Text
TYPE 'F' CURB

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
TRENCH DRAIN

AutoCAD SHX Text
32' TRENCH DRAIN

AutoCAD SHX Text
4'

AutoCAD SHX Text
6"

AutoCAD SHX Text
8"

AutoCAD SHX Text
3/16" GAP

AutoCAD SHX Text
4"

AutoCAD SHX Text
ELEVATION TO MATCH

AutoCAD SHX Text
EXISTING FLOW LINE

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
RAISED CROSSWALK

AutoCAD SHX Text
(PAVEMENT)

AutoCAD SHX Text
EXPANSION

AutoCAD SHX Text
JOINT

AutoCAD SHX Text
JOIN CONCRETE

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
CROSS SECTION

AutoCAD SHX Text
4'

AutoCAD SHX Text
PROFILE TO MATCH

AutoCAD SHX Text
EXISTING CURB FACE

AutoCAD SHX Text
(TYPE F)

AutoCAD SHX Text
2" R

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
TYPICAL RAISED CROSSWALK 

AutoCAD SHX Text
8/16/18

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NOTE: 1. A 3" GALVANIZED DRAIN PIPE MAY BE USED FOR MINOR A 3" GALVANIZED DRAIN PIPE MAY BE USED FOR MINOR FLOW AREAS.  2. PIPE MUST BE AS LONG AS RAISED CROSSWALK (32' IN PIPE MUST BE AS LONG AS RAISED CROSSWALK (32' IN THIS EXAMPLE DETAIL). 3. PIPE COLLAR MUST BE PLACED IN CENTEROF CROSSWALK. PIPE COLLAR MUST BE PLACED IN CENTEROF CROSSWALK. 4. DRAINAGE CALCULATIONS MUST BE PROVIDED TO USE DRAINAGE CALCULATIONS MUST BE PROVIDED TO USE DRAIN PIPE.



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
108

AutoCAD SHX Text
%%UTYPICAL SECTION A-A

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
12"

AutoCAD SHX Text
96%%% COMPACTED SUBGRADE

AutoCAD SHX Text
(MATCH EXISTING THICKNESS)

AutoCAD SHX Text
OPTIONAL BASE COURSE PER FDOT INDEX 514

AutoCAD SHX Text
MEET EXISTING PAVEMENT

AutoCAD SHX Text
PER FDOT SPEC. 334

AutoCAD SHX Text
TYPE D CURB PER

AutoCAD SHX Text
2'

AutoCAD SHX Text
(PEDESTRIAN TRAFFIC ONLY)

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
8"

AutoCAD SHX Text
12"

AutoCAD SHX Text
1/2" EXPANSION JOINT

AutoCAD SHX Text
1" SAND CEMENT SETTING BED

AutoCAD SHX Text
4" POURED CONCRETE BASE

AutoCAD SHX Text
GRAY HEX PAVERS

AutoCAD SHX Text
ASPHALT CONCRETE

AutoCAD SHX Text
SURFACE COURSE

AutoCAD SHX Text
REPLACE IF

AutoCAD SHX Text
NECESSARY

AutoCAD SHX Text
TO CONST.

AutoCAD SHX Text
NEW CURB

AutoCAD SHX Text
SAWCUT &

AutoCAD SHX Text
CONC BAND

AutoCAD SHX Text
RED BRICK PAVERS

AutoCAD SHX Text
CONC BAND

AutoCAD SHX Text
RED BRICK PAVERS

AutoCAD SHX Text
1 SOLDIER COURSE

AutoCAD SHX Text
12" RED BRICK PAVERS (TYP)

AutoCAD SHX Text
1 HEADER COURSE

AutoCAD SHX Text
%%UTYPICAL STREETSCAPE PLAN WITH RECTANGLE TREE GRATE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
6'

AutoCAD SHX Text
CURB TRANSITION

AutoCAD SHX Text
4'

AutoCAD SHX Text
10' MIN, 60' MAX

AutoCAD SHX Text
6" CONC. APRON

AutoCAD SHX Text
4' MIN. (0.02 SLOPE)

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
4'

AutoCAD SHX Text
6'

AutoCAD SHX Text
TYPE D CURB

AutoCAD SHX Text
NOTE: CURB RAMPS AND DETECTABLE WARNINGS

AutoCAD SHX Text
WIDTH VARIES

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
CURB TRANSITION

AutoCAD SHX Text
HISTORIC STREETLIGHT BY OTHERS

AutoCAD SHX Text
8'

AutoCAD SHX Text
10' MAX.

AutoCAD SHX Text
PER FDOT INDEX

AutoCAD SHX Text
310 & 515

AutoCAD SHX Text
GRAY HEX PAVERS

AutoCAD SHX Text
DETECTABLE WARNING

AutoCAD SHX Text
YELLOW, TYP.

AutoCAD SHX Text
(PREFORMED FILLER &

AutoCAD SHX Text
JOINT SEALANT)

AutoCAD SHX Text
FDOT INDEX 300

AutoCAD SHX Text
Landing (4' Min.)

AutoCAD SHX Text
(3' Min. in Restricted Conditions)

AutoCAD SHX Text
SHALL COMPLY WITH FDOT INDEX 304.

AutoCAD SHX Text
(MATCH EXIST. THICKNESS)

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
5/1/15

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
4'

AutoCAD SHX Text
ORNAMENTAL PAVER BRICK SIDEWALK PLAN WITH RECTANGLE TREE GRATE

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
5.5" (TYP)

AutoCAD SHX Text
%%UPAVER NOTES

AutoCAD SHX Text
1. ARCHITECTURAL PAVERS SHALL BE FURNISHED AND INSTALLED PER FDOT STANDARD SPECIFICATION SECTION 526.   ARCHITECTURAL PAVERS SHALL BE FURNISHED AND INSTALLED PER FDOT STANDARD SPECIFICATION SECTION 526.   2. GRAY PAVERS TO BE USED IN SIDEWALK STREETSCAPE APPLICATIONS SHALL BE HEXAGON SHAPED PRECAST CONCRETE PAVERS.  HEX PAVERS GRAY PAVERS TO BE USED IN SIDEWALK STREETSCAPE APPLICATIONS SHALL BE HEXAGON SHAPED PRECAST CONCRETE PAVERS.  HEX PAVERS SHALL MEASURE 12" ACROSS (13" POINT TO POINT), AND SHALL BE 2 1/4" THICK. 3. RED BRICK PAVERS TO BE USED IN SIDEWALK APPLICATIONS SHALL  HAVE A TRADITIONAL SQUARE EDGE AND SHALL MEASURE 2 1/4" X 4" X 8" RED BRICK PAVERS TO BE USED IN SIDEWALK APPLICATIONS SHALL  HAVE A TRADITIONAL SQUARE EDGE AND SHALL MEASURE 2 1/4" X 4" X 8" AND SHALL BE "PATHWAY RED" IN COLOR. 4. PAVERS TO BE USED IN ROADWAY APPLICATIONS SHALL BE RUMBLED PAVERS AND SHALL MEASURE 2 1/4" x 4" x 8" AND SHALL BE RUMBLED PAVERS TO BE USED IN ROADWAY APPLICATIONS SHALL BE RUMBLED PAVERS AND SHALL MEASURE 2 1/4" x 4" x 8" AND SHALL BE RUMBLED RED FLASHED IN COLOR. 5. PAVERS IN SIDEWALK APPLICATIONS SHALL BE LAID IN THE PATTERN SHOWN OR NOTED ON THE PLANS.  PAVERS PLACED IN ROADWAY SHALL BE PAVERS IN SIDEWALK APPLICATIONS SHALL BE LAID IN THE PATTERN SHOWN OR NOTED ON THE PLANS.  PAVERS PLACED IN ROADWAY SHALL BE PLACED IN A HERRINGBONE PATTERN PER MANUFACTURER'S INSTALLATION METHOD AND IN ACCORDANCE WITH THE PLANS. 6. REFER TO HORIZONTAL AND VERTICAL CONTROL SHEETS FOR GRADES. REFER TO HORIZONTAL AND VERTICAL CONTROL SHEETS FOR GRADES. 7. PAVERS SHALL MEET ASTM DESIGNATION C936 AND NCMA DESIGNATION A-10-78 MINIMUM 8000 PSI AVERAGE COMPRESSIVE STRENGTH WITH PAVERS SHALL MEET ASTM DESIGNATION C936 AND NCMA DESIGNATION A-10-78 MINIMUM 8000 PSI AVERAGE COMPRESSIVE STRENGTH WITH TESTING PROCEDURES IN ACCORDANCE WITH ASTM C-140. 8. PAVER JOINTS SHALL BE FILLED WITH CLEAN, WASHED SILICA SAND. PAVER JOINTS SHALL BE FILLED WITH CLEAN, WASHED SILICA SAND. 9. SAND FOR SAND CEMENT SETTING BED SHALL CONFORM TO ASTM C-144-66T, AND SHALL BE SMALL SHARP GRAINS. SAND FOR SAND CEMENT SETTING BED SHALL CONFORM TO ASTM C-144-66T, AND SHALL BE SMALL SHARP GRAINS. 10. CUT PAVERS SHALL BE USED TO FILL GAPS ALONG THE EDGE OF THE PAVEMENT. CUT PAVERS SHALL NOT BE LESS THAN 1/3 OF THE ORIGINAL CUT PAVERS SHALL BE USED TO FILL GAPS ALONG THE EDGE OF THE PAVEMENT. CUT PAVERS SHALL NOT BE LESS THAN 1/3 OF THE ORIGINAL PAVER DIMENSION. GAPS LESS THAN 3/8" SHALL BE FILLED WITH SAND. 11. UPON COMPLETION OF WORK COVERED IN THIS SECTION, THE CONTRACTOR SHALL CLEAN UP ALL WORK AREAS BY REMOVING ALL DEBRIS, UPON COMPLETION OF WORK COVERED IN THIS SECTION, THE CONTRACTOR SHALL CLEAN UP ALL WORK AREAS BY REMOVING ALL DEBRIS, SURPLUS MATERIAL AND EQUIPMENT FROM THE SITE. 12. TREE GRATES ARE DISCOURAGED. DEVELOPER AGREEMENTS WILL REQUIRE 2000 DOLLAR PER TREE TO GO TOWARD CITY FURNISHED / ADA TREE GRATES ARE DISCOURAGED. DEVELOPER AGREEMENTS WILL REQUIRE 2000 DOLLAR PER TREE TO GO TOWARD CITY FURNISHED / ADA ACCESSIBLE MATERIAL PLACED, TYPICAL.

AutoCAD SHX Text
1:12 MAX

AutoCAD SHX Text
0.02 MAX

AutoCAD SHX Text
0.02 MAX



AutoCAD SHX Text
(NOT FOR USE WITH PALM TREES)

AutoCAD SHX Text
2'

AutoCAD SHX Text
CONC CURB

AutoCAD SHX Text
5.5"

AutoCAD SHX Text
7"

AutoCAD SHX Text
12"

AutoCAD SHX Text
3'-6"

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
4'-11"

AutoCAD SHX Text
CONCRETE TREE GRATE CURB

AutoCAD SHX Text
36" DEEP CAST IN PLACE

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
BOTH WAYS

AutoCAD SHX Text
WITH #4 REBAR ON 12" CENTERS

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
TREE GRATE CURB

AutoCAD SHX Text
SHALL BE POURED

AutoCAD SHX Text
SEPARATE FROM

AutoCAD SHX Text
REQUIREMENTS ASTM D-3406.

AutoCAD SHX Text
EXPANSION JOINTS AT 40' C-C.

AutoCAD SHX Text
2. PROVIDE EXPANSION AND CONTRACTION

AutoCAD SHX Text
%%uCONCRETE BAND DETAIL

AutoCAD SHX Text
JOINT SEALER SHALL MEET THE

AutoCAD SHX Text
JOINT MATERIAL TO BE SEALED.

AutoCAD SHX Text
BAND. CONTROL JOINTS AT 5' C-C.

AutoCAD SHX Text
CONTROL JOINTS FOR CONCRETE

AutoCAD SHX Text
P.S.I. MINIMUM CLASS I CONCRETE.

AutoCAD SHX Text
3. ALL EXPOSED EXPANSION

AutoCAD SHX Text
1. BAND SHALL BE 3000

AutoCAD SHX Text
BROOM FINISH

AutoCAD SHX Text
12"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
12"

AutoCAD SHX Text
GRAY HEX

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
48"

AutoCAD SHX Text
FABRICATED STEEL TREE GUARD

AutoCAD SHX Text
STYLE: TYPE E

AutoCAD SHX Text
TREE OPENING DIAMETER: 16"

AutoCAD SHX Text
HEIGHT: 4'

AutoCAD SHX Text
FINISH: BLACK POWDER COAT

AutoCAD SHX Text
CAST IRON TREE GRATE

AutoCAD SHX Text
STYLE: BOULEVARD COLLECTION

AutoCAD SHX Text
DIMENSIONS: 48"X 48" SQUARE

AutoCAD SHX Text
CATALOG NO. R-8708

AutoCAD SHX Text
EXPANDABLE TREE OPENING DIAMETER: 16"

AutoCAD SHX Text
FINISH: BLACK POWDER COAT

AutoCAD SHX Text
NEENAH FOUNDRY COMPANY

AutoCAD SHX Text
NEENAH FOUNDRY COMPANY

AutoCAD SHX Text
4'

AutoCAD SHX Text
1/4" X 1-1/2" STEEL BAR STOCK

AutoCAD SHX Text
CONC BAND

AutoCAD SHX Text
CONC BAND

AutoCAD SHX Text
CONCRETE BAND.

AutoCAD SHX Text
RED BRICK PAVERS

AutoCAD SHX Text
PAVERS

AutoCAD SHX Text
1/2" EXPANSION JOINT

AutoCAD SHX Text
(PREFORMED FILLER &

AutoCAD SHX Text
 JOINT SEALANT)

AutoCAD SHX Text
#4 REBAR WITH 3" COVER

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
12" RED BRICK PAVERS (TYP)

AutoCAD SHX Text
%%UTYPICAL RECTANGLE TREE GRATE PLAN

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
TYPE D CURB

AutoCAD SHX Text
GRAY HEX PAVERS

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
5/1/15

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
ORNAMENTAL PAVER BRICK SIDEWALK PLAN WITH RECTANGLE TREE GRATE

AutoCAD SHX Text
%%UTYPICAL SECTION B-B

AutoCAD SHX Text
RECTANGLE TREE GRATE PLAN

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
12" RED BRICK PAVERS (TYP)

AutoCAD SHX Text
%%UBUBBLER PLACEMENT & PIPE ROUTING WITHIN TREE WELL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
TYPE D CURB

AutoCAD SHX Text
GRAY HEX PAVERS

AutoCAD SHX Text
 TO VALVE

AutoCAD SHX Text
CLASS 200 PVC IRR MAIN (SIZE VARIES)

AutoCAD SHX Text
BUBBLER (TYP) 4 PER TREE

AutoCAD SHX Text
CLASS 200 PVC LATERAL

AutoCAD SHX Text
ROOT BALL

AutoCAD SHX Text
NOTE: TREE GRATE AND GUARD NOT SHOWN FOR CLARITY

AutoCAD SHX Text
8"

AutoCAD SHX Text
TREE GUARD

AutoCAD SHX Text
4'

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
18" MIN FROM BOTTOM OF PIT TO ROOT BALL

AutoCAD SHX Text
IRRIGATION LATERAL (MIN 18" COVER

AutoCAD SHX Text
2" MIN FROM TOP OF ROOT BALL TO BOTTOM OF TREE GRATE

AutoCAD SHX Text
FLOOD BUBBLER 4 PER TREE TORO 514-20 (TYP) OR EQUAL

AutoCAD SHX Text
1/2" FLEX PIPE

AutoCAD SHX Text
ROOT BALL

AutoCAD SHX Text
IRRIGATION MAIN 24" MIN COVER (SIZE VARIES)

AutoCAD SHX Text
HOSE BIB MAIN 1"  PVC(WHERE APPLICABLE)

AutoCAD SHX Text
LOOSEN SOIL TO 90% COMPACTION

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
WONDER TIE OR APP EQUAL 4 PER TREE AT TOP OF GUARD

AutoCAD SHX Text
TREE WELL WITH IRRIGATION ELEVATION

AutoCAD SHX Text
108



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
3

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
5/1/15

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
ORNAMENTAL PAVER BRICK SIDEWALK PLAN WITH RECTANGLE TREE GRATE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ROOT BALL

AutoCAD SHX Text
TAMP TO PREVENT SETTLING

AutoCAD SHX Text
ROOT BALL DYNAMIC KIT 3

AutoCAD SHX Text
WIDTH OF HOLE (2X)

AutoCAD SHX Text
NOTE: THE CITY OF LAKELAND WILL PLACE THE TOP 3 INCHES OF MATERIAL ABOVE THE TREE. NOTE: MULCH TO BE PLACED BELOW DRAIN ROCK.

AutoCAD SHX Text
12" RED BRICK PAVERS (TYP)

AutoCAD SHX Text
%%USTRUCTURAL SOIL PLACEMENT DETAIL PLAN

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
12" CONC. BAND (BROOM FINISH)

AutoCAD SHX Text
TYPE D CURB

AutoCAD SHX Text
GRAY HEX PAVERS

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
TREE WELL PER PLANS

AutoCAD SHX Text
MIN EXTENTS OF STRUCTURAL SOIL

AutoCAD SHX Text
MIN EXTENTS OF STRUCTURAL SOIL

AutoCAD SHX Text
24' MIN

AutoCAD SHX Text
ROOT BALL

AutoCAD SHX Text
MULCH 3" DEPTH

AutoCAD SHX Text
CU STRUCTURAL SOIL OR APPROVED EQUAL

AutoCAD SHX Text
%%USTRUCTURAL SOIL PLACEMENT SECTION C-C

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
CONC BAND

AutoCAD SHX Text
SIDEWALK FINISH PER PLANS

AutoCAD SHX Text
STREET PAVING PER PLAN

AutoCAD SHX Text
PLANTING BACKFILL

AutoCAD SHX Text
36"

AutoCAD SHX Text
108

AutoCAD SHX Text
DRAIN ROCK 3" DEPTH

AutoCAD SHX Text
CITY PLACED TOPPING 3" DEPTH

AutoCAD SHX Text
TRUNK CIRCUMFERENCE <10"

AutoCAD SHX Text
8' < HEIGHT OF TREE < 15'

AutoCAD SHX Text
WIDTH OF ROOTBALL (X)

AutoCAD SHX Text
GRIPPLE TL-A3 GROUND ANCHOR

AutoCAD SHX Text
GRIPPLE 3MM ZINC ALUMINIUM GALVANIZED STEEL WIRE ROPE

AutoCAD SHX Text
GRIPPLE D3 TWO WAY LOCKABLE TENSIONING DEVICE

AutoCAD SHX Text
CARABINER

AutoCAD SHX Text
GRIPPLE ROOT BALL DYNAMIC KIT3 COMPONENT SPECIFICATIONS

AutoCAD SHX Text
COMPONENT

AutoCAD SHX Text
QUANTITY

AutoCAD SHX Text
MATERIAL COMPOSITION

AutoCAD SHX Text
DIMENSIONS

AutoCAD SHX Text
WORKING LOAD

AutoCAD SHX Text
GRIPPLE TL-A3

AutoCAD SHX Text
GROUND ANCHOR

AutoCAD SHX Text
GRIPPLE D3 TWO WAY

AutoCAD SHX Text
LOCKABLE TENSIONING

AutoCAD SHX Text
DEVICE

AutoCAD SHX Text
GRIPPLE WIRE ROPE

AutoCAD SHX Text
WITH CARABINER

AutoCAD SHX Text
GRIPPLE RATCHET

AutoCAD SHX Text
AND STRAP

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
1

AutoCAD SHX Text
DIE CAST ZINC ALUMINUM ALLOY ZA-2 (ASTM B-24-10)

AutoCAD SHX Text
HOUSING DIE CAST ZINC ALUMINUM ALLOY ZA-2 (ASTM B-240-10)

AutoCAD SHX Text
ZINC ALUMINUM COATED STEEL (ASTM A-1023)

AutoCAD SHX Text
POLYESTER WEBBING WITH YELLOW PASSIVATED STEEL RATCHET

AutoCAD SHX Text
WIDTH: 1.22" LENGTH: 3.44" SURFACE AREA: 3" ²

AutoCAD SHX Text
HEIGHT: 1.3" LENGTH: 1.2" WIDTH: 0.44"

AutoCAD SHX Text
 : 3mmLENGTH: 5' 1X19 WIRE STRAND CONSTRUCTION

AutoCAD SHX Text
LENGTH: 10' WIDTH: 2" THICKNESS: 0.12" (WEBBING)

AutoCAD SHX Text
UP TO 2500LBS

AutoCAD SHX Text
750LBS

AutoCAD SHX Text
1800LBS

AutoCAD SHX Text
3300LBS



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
4

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
5/1/15

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
CELLS FOR CONCRETE PAVING STREETSCAPE

AutoCAD SHX Text
108

AutoCAD SHX Text
%%USAMPLE PLAN ON AGGREGATE BASE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
%%UTYPICAL SILVA CELL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
47.25"

AutoCAD SHX Text
23.62"

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
STREETSCAPE APPLICATION | CONCRETE.1x | 1x CELL SYSTEM FOR CONCRETE PAVING ON AGGREGATE BASE - SECTION

AutoCAD SHX Text
K E Y    P L A N

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
K

AutoCAD SHX Text
CELL SYSTEM (DECK, BASE, AND POSTS)

AutoCAD SHX Text
B

AutoCAD SHX Text
DEEPROOT UB12-2 ROOT BARRIER.  INSTALL DIRECTLY ADJACENT TO CONCRETE

AutoCAD SHX Text
EDGE RESTRAINT

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
J

AutoCAD SHX Text
L

AutoCAD SHX Text
M

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
P

AutoCAD SHX Text
N O T E S

AutoCAD SHX Text
1.    INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS

AutoCAD SHX Text
2.    DO NOT SCALE DRAWINGS

AutoCAD SHX Text
3.    PROVIDE SUPPLEMENTAL IRRIGATION FOR SEASONAL DROUGHT SUPPORT OF TREES & SOIL

AutoCAD SHX Text
TREE ROOT PACKAGE, SIZE VARIES

AutoCAD SHX Text
1-2" MULCH, PLACED IN TREE OPENING

AutoCAD SHX Text
4" MIN AGGREGATE BASE COURSE

AutoCAD SHX Text
GEOTEXTILE 18" MIN OVERLAP PAST EXCAVATION

AutoCAD SHX Text
BACKFILL, PER PROJECT SPECIFICATIONS

AutoCAD SHX Text
GEOGRID TO LINE PERIMETER OF SYSTEM WITH 6" TOE (OUTWARD FROM BASE)

AutoCAD SHX Text
AND 12" EXCESS (OVER TOP OF DECK)

AutoCAD SHX Text
CABLE TIE, ATTACHING GEOGRID TO CELL AT BASE OF UPPER LEG FLARE

AutoCAD SHX Text
PLANTING SOIL, PER PROJECT SPECIFICATIONS. COMPACTED TO 70-80%%% PROCTOR.

AutoCAD SHX Text
PIN, PER CELL SPECIFICATIONS

AutoCAD SHX Text
1" TO 4" SPACING BETWEEN CELLS AT BASE

AutoCAD SHX Text
4" MIN AGGREGATE SUB BASE, COMPACTED TO 95%%% PROCTOR

AutoCAD SHX Text
GEOTEXTILE FABRIC, PLACED BELOW AGGREGATE SUB BASE

AutoCAD SHX Text
SUBGRADE, COMPACTED TO 95%%% PROCTOR

AutoCAD SHX Text
4" MIN CIP CONCRETE PAVING, TURN DOWN TO DECK AT TREE OPENING

AutoCAD SHX Text
Q

AutoCAD SHX Text
CELL BASE SLOPE, 7%%% MAX

AutoCAD SHX Text
TYPICAL CONDITION | TREE OPENING

AutoCAD SHX Text
TYPICAL CONDITION | BACK OF CURB 

AutoCAD SHX Text
TYPICAL CONDITION | EDGE OF SILVA CELL GROUP

AutoCAD SHX Text
TYPICAL CONDITION |PAVEMENT SECTION

AutoCAD SHX Text
STREET

AutoCAD SHX Text
 ADJACENT WALK OR BUILDING

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
57.4" MIN

AutoCAD SHX Text
33.4"

AutoCAD SHX Text
18"

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
1"- 4" TYP.

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
J

AutoCAD SHX Text
M

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
J

AutoCAD SHX Text
K

AutoCAD SHX Text
K

AutoCAD SHX Text
L

AutoCAD SHX Text
L

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
0

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
0

AutoCAD SHX Text
P

AutoCAD SHX Text
G

AutoCAD SHX Text
Q

AutoCAD SHX Text
18" MIN.  SETBACK  BETWEEN FACE OF CURB AND FACE OF SILVA CELL 

AutoCAD SHX Text
4.    ANY PROPOSED MANUFACTURER'S DETAILS MUST BE APPROVED IN WRITING BY THE 	PUBLIC WORKS DIRECTOR BEFORE INSTALLATION.



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
5

AutoCAD SHX Text
OF

AutoCAD SHX Text
5

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
5/1/15

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
CELLS FOR PAVERS OR ASPHALT PAVING STREETSCAPE

AutoCAD SHX Text
108

AutoCAD SHX Text
%%USAMPLE PLAN ON AGGREGATE BASE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
%%UTYPICAL SILVA CELL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
47.25"

AutoCAD SHX Text
23.62"

AutoCAD SHX Text
 ADJACENT WALK OR

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
STREETSCAPE APPLICATION | FLEXIBLE.1x | 1x CELL SYSTEM FOR PAVERS OR ASPHALT PAVING ON AGGREGATE BASE - SECTION

AutoCAD SHX Text
K E Y    P L A N

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
K

AutoCAD SHX Text
CELL SYSTEM (DECK, BASE, AND POSTS)

AutoCAD SHX Text
B

AutoCAD SHX Text
DEEPROOT UB18-2 ROOT BARRIER.  INSTALL DIRECTLY ADJACENT TO CONCRETE

AutoCAD SHX Text
EDGE RESTRAINT

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
J

AutoCAD SHX Text
L

AutoCAD SHX Text
M

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
P

AutoCAD SHX Text
N O T E S

AutoCAD SHX Text
1.    INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS

AutoCAD SHX Text
2.    DO NOT SCALE DRAWINGS

AutoCAD SHX Text
3.    PROVIDE SUPPLEMENTAL IRRIGATION FOR SEASONAL DROUGHT SUPPORT OF TREES & SOIL

AutoCAD SHX Text
TREE ROOT PACKAGE, SIZE VARIES

AutoCAD SHX Text
1-2" MULCH, PLACED IN TREE OPENING

AutoCAD SHX Text
12" MIN AGGREGATE BASE COURSE

AutoCAD SHX Text
GEOTEXTILE 18" MIN OVERLAP PAST EXCAVATION

AutoCAD SHX Text
BACKFILL, PER PROJECT SPECIFICATIONS

AutoCAD SHX Text
GEOGRID TO LINE PERIMETER OF SYSTEM WITH 6" TOE (OUTWARD FROM BASE)

AutoCAD SHX Text
AND 12" EXCESS (OVER TOP OF DECK)

AutoCAD SHX Text
CABLE TIE, ATTACHING GEOGRID TO CELL AT BASE OF UPPER LEG FLARE

AutoCAD SHX Text
PLANTING SOIL, PER PROJECT SPECIFICATIONS. COMPACTED TO 70-80%%% PROCTOR.

AutoCAD SHX Text
PIN, PER CELL SPECIFICATIONS

AutoCAD SHX Text
1" TO 4" SPACING BETWEEN CELLS AT BASE

AutoCAD SHX Text
4" MIN AGGREGATE SUB BASE, COMPACTED TO 95%%% PROCTOR

AutoCAD SHX Text
GEOTEXTILE FABRIC, PLACED BELOW AGGREGATE SUB BASE

AutoCAD SHX Text
SUBGRADE, COMPACTED TO 95%%% PROCTOR

AutoCAD SHX Text
PAVERS OR ASPHALT, PER PROJECT

AutoCAD SHX Text
Q

AutoCAD SHX Text
CELL BASE SLOPE, 7%%% MAX

AutoCAD SHX Text
R

AutoCAD SHX Text
PLANTING SOIL BELOW TREE ROOT PACKAGE, COMPACTED TO 85-90%%% PROCTOR

AutoCAD SHX Text
S

AutoCAD SHX Text
CONCRETE EDGE RESTRAINT BETWEEN AGGREGATE BASE COURSE AND TREE

AutoCAD SHX Text
OPENING

AutoCAD SHX Text
STREET

AutoCAD SHX Text
6"

AutoCAD SHX Text
18" MIN.  SETBACK  BETWEEN FACE OF CURB AND FACE OF SILVA CELL 

AutoCAD SHX Text
18"

AutoCAD SHX Text
6"

AutoCAD SHX Text
65.4" MIN

AutoCAD SHX Text
33.4"

AutoCAD SHX Text
J

AutoCAD SHX Text
M

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
J

AutoCAD SHX Text
K

AutoCAD SHX Text
K

AutoCAD SHX Text
L

AutoCAD SHX Text
L

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
0

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
0

AutoCAD SHX Text
P

AutoCAD SHX Text
G

AutoCAD SHX Text
Q

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
S

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
S

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
1"- 4" TYP.

AutoCAD SHX Text
R

AutoCAD SHX Text
TYPICAL CONDITION | TREE OPENING

AutoCAD SHX Text
TYPICAL CONDITION | BACK OF CURB 

AutoCAD SHX Text
TYPICAL CONDITION | EDGE OF SILVA CELL GROUP

AutoCAD SHX Text
TYPICAL CONDITION |PAVEMENT SECTION

AutoCAD SHX Text
4.    ANY PROPOSED MANUFACTURER'S DETAILS MUST BE APPROVED IN WRITING BY THE 	PUBLIC WORKS DIRECTOR BEFORE INSTALLATION.



AutoCAD SHX Text
3/4" HIGH LETTERS

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
P

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
STORM SEWER

AutoCAD SHX Text
NOTE "LAKELAND AND CONFINED SPACE".

AutoCAD SHX Text
"SANITARY SEWER" AND WITH

AutoCAD SHX Text
IMPRINTED WITH "STORM SEWER" OR

AutoCAD SHX Text
NOTE: MANHOLE COVER SHALL BE

AutoCAD SHX Text
(OR CITY APPROVED EQUAL)

AutoCAD SHX Text
AT FINISH GRADE + 0.15'.

AutoCAD SHX Text
UNPAVED AREAS - SET FRAMES

AutoCAD SHX Text
AT FINISH GRADE.

AutoCAD SHX Text
NOTE: PAVED AREAS - SET FRAMES

AutoCAD SHX Text
ASPHALTIC PAINT 

AutoCAD SHX Text
MAT'L - CAST IRON, ONE COAT OF

AutoCAD SHX Text
COVER WT. 130 LBS. %%p

AutoCAD SHX Text
FRAME WT. 240 LBS. %%p

AutoCAD SHX Text
REF. CAT. NO. 420-G

AutoCAD SHX Text
U.S. FOUNDARY & MFG. CORP.

AutoCAD SHX Text
* MACHINED SURFACES

AutoCAD SHX Text
(2 TYP.)

AutoCAD SHX Text
NON-PENETRATING PICKHOLES

AutoCAD SHX Text
%%UCOVER

AutoCAD SHX Text
%%UFRAME

AutoCAD SHX Text
%%UASSEMBLY

AutoCAD SHX Text
*

AutoCAD SHX Text
*

AutoCAD SHX Text
3 5/8"

AutoCAD SHX Text
2"

AutoCAD SHX Text
22 3/4"

AutoCAD SHX Text
2"

AutoCAD SHX Text
20 5/8"

AutoCAD SHX Text
24 1/2"

AutoCAD SHX Text
23"

AutoCAD SHX Text
24 3/4"

AutoCAD SHX Text
11/16"

AutoCAD SHX Text
7"

AutoCAD SHX Text
36"

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
MANHOLE FRAME AND COVER

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
1

AutoCAD SHX Text
200

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16



AutoCAD SHX Text
%%UBACKFILLING MATERIALS

AutoCAD SHX Text
1.  BACKFILL TO WITHIN 12" OF BOTTOM OF

AutoCAD SHX Text
   EXISTING BASE WITH LOCAL SUBGRADE

AutoCAD SHX Text
   MATERIAL.

AutoCAD SHX Text
COMPACTED LIME ROCK MATERIAL.

AutoCAD SHX Text
REPLACEMENT PAVEMENT COURSE WITH

AutoCAD SHX Text
2.  BACKFILL TO BOTTOM OF PROPOSED

AutoCAD SHX Text
3.  UNDER NO CONDITION SHALL REPLACEMENT

AutoCAD SHX Text
   ASPHALTIC CONCRETE SURFACE THICKNESS

AutoCAD SHX Text
DETERMINED BY AASHTO T-180. THE CITY'S

AutoCAD SHX Text
COMPACTED TO 98% OF MAXIMUM DENSITY AS

AutoCAD SHX Text
THE BACKFILL OF ALL THREE STAGES SHALL BE

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
INSPECTOR WILL DETERMINE LOCATIONS FOR ANY

AutoCAD SHX Text
DENSITIES OBTAINED.

AutoCAD SHX Text
NESS EQUAL TO THAT OF THE SOIL ADJACENT TO

AutoCAD SHX Text
STAGE BACKFILL SHALL BE COMPACTED TO A FIRM-

AutoCAD SHX Text
IN LOCATIONS WHERE NO VEHICLE LOADS ARE

AutoCAD SHX Text
ANTICIPATED (I.E.: BEYOND THE LIMITS OF

AutoCAD SHX Text
PRESENT OR FUTURE PAVEMENT AREAS) THE THIRD

AutoCAD SHX Text
THE TRENCH.

AutoCAD SHX Text
%%UBACKFILLING PROCEDURES

AutoCAD SHX Text
STAGE 1  ADEQUATE FILL SHALL BE PLACED AND COMPACTED BENEATH THE HAUNCHES OF THE PIPE OR CONDUIT IN

AutoCAD SHX Text
         SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 2  FILL SHALL BE PLACED AND COMPACTED ALONG THE SIDES OF THE PIPE OR CONDUIT AND TO A POINT AT

AutoCAD SHX Text
         LEAST ONE FOOT ABOVE THE TOP OF THE PIPE OR CONDUIT IN 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 3  THE REMAINDER OF THE TRENCH SHALL BE BACKFILLED AND COMPACTED WITH SUITABLE OR DESIGNATED

AutoCAD SHX Text
        MATERIAL IN SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
EXIST. SURFACE

AutoCAD SHX Text
EXISTING 

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
LIMEROCK

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
STABILIZED

AutoCAD SHX Text
SUBGRADE.

AutoCAD SHX Text
45%%d

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
D

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
ASPHALTIC CONCRETE OVERLAY

AutoCAD SHX Text
ON LIMEROCK BASE

AutoCAD SHX Text
NTS

AutoCAD SHX Text
LIMEROCK BASE.

AutoCAD SHX Text
EXISTING ASPHALT PAVEMENT TO BE

AutoCAD SHX Text
SAW-CUT ALONG PERIMETER OF OPEN-CUT.

AutoCAD SHX Text
4. TACK COMPACTED LIMEROCK PRIOR TO

AutoCAD SHX Text
REPLACEMENT OF SURFACE COURSE.

AutoCAD SHX Text
(MINIMUM THICKNESS 18"). UNDER SITE

AutoCAD SHX Text
12"

AutoCAD SHX Text
ROCK PLACEMENT IN

AutoCAD SHX Text
WET CONDITION

AutoCAD SHX Text
ROCK STABILIZATION

AutoCAD SHX Text
PSI) MAY BE USED AS A BACKFILL MATERIAL.

AutoCAD SHX Text
   BE LESS THAN 1 1/2 ", OR THE THICKNESS OF

AutoCAD SHX Text
NO HIGHLY PLASTIC OR SATURATED MATERIAL

AutoCAD SHX Text
MAY BE USED IN BACKFILLING OPERATION.

AutoCAD SHX Text
1.  ROCK SHALL BE PLACED TO AN ELEVATION OF 12" ABOVE THE EXISTING WATER LEVEL

AutoCAD SHX Text
   AND UNDER PIPE TO STABILIZE PIPE.

AutoCAD SHX Text
2.  WELL POINTS MAY BE USED IN LEU OF ROCK IF STABLE AND DRY DITCH CAN BE 

AutoCAD SHX Text
  ACCOMPLISHED BY WELL POINTS.

AutoCAD SHX Text
%%UWET CONDITION BACKFILLING

AutoCAD SHX Text
5. ASPHALTIC SURFACE OVERLAY IS REQUIRED TO

AutoCAD SHX Text
   SIDE OF CUT.

AutoCAD SHX Text
6. MILLING AND RESURFACING WILL BE REQUIRED TO

AutoCAD SHX Text
MAINTAIN THE EXISTING PROFILE OF THE ROAD

AutoCAD SHX Text
   WITH CURB AND GUTTER SECTION.

AutoCAD SHX Text
EXISTING ASPHALT WHICHEVER IS GREATER.

AutoCAD SHX Text
SPECIFIC CONDITIONS FLOWABLE FILL (150 

AutoCAD SHX Text
   COVER AN AREA UP TO 50 FEET FROM EITHER

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
BACKFILL DETAIL

AutoCAD SHX Text
FOR ASPHALT CONCRETE

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
201

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7. FLOWABLE FILL MAY BE USED WITH WRITTEN

AutoCAD SHX Text
APPROVAL OF THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
3.  GEOTEXTILE FABRIC SEPARATION BARRIER.



AutoCAD SHX Text
        MATERIAL IN SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 3  THE REMAINDER OF THE TRENCH SHALL BE BACKFILLED AND COMPACTED WITH SUITABLE OR DESIGNATED

AutoCAD SHX Text
         LEAST ONE FOOT ABOVE THE TOP OF THE PIPE OR CONDUIT IN 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 2  FILL SHALL BE PLACED AND COMPACTED ALONG THE SIDES OF THE PIPE OR CONDUIT AND TO A POINT AT

AutoCAD SHX Text
         SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 1  ADEQUATE FILL SHALL BE PLACED AND COMPACTED BENEATH THE HAUNCHES OF THE PIPE OR CONDUIT IN

AutoCAD SHX Text
%%UBACKFILLING PROCEDURES

AutoCAD SHX Text
THE TRENCH.

AutoCAD SHX Text
PRESENT OR FUTURE PAVEMENT AREAS) THE THIRD

AutoCAD SHX Text
ANTICIPATED (I.E.: BEYOND THE LIMITS OF

AutoCAD SHX Text
IN LOCATIONS WHERE NO VEHICLE LOADS ARE

AutoCAD SHX Text
STAGE BACKFILL SHALL BE COMPACTED TO A FIRM-

AutoCAD SHX Text
NESS EQUAL TO THAT OF THE SOIL ADJACENT TO

AutoCAD SHX Text
DENSITIES OBTAINED.

AutoCAD SHX Text
INSPECTOR WILL DETERMINE LOCATIONS FOR ANY

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
THE BACKFILL OF ALL THREE STAGES SHALL BE

AutoCAD SHX Text
COMPACTED TO 98% OF MAXIMUM DENSITY AS

AutoCAD SHX Text
DETERMINED BY AASHTO T-180. THE CITY'S

AutoCAD SHX Text
   BE LESS THAN 1 1/2".

AutoCAD SHX Text
   ASPHALTIC CONCRETE SURFACE THICKNESS

AutoCAD SHX Text
3.  UNDER NO CONDITION SHALL REPLACEMENT

AutoCAD SHX Text
2.  BACKFILL TO BOTTOM OF PROPOSED

AutoCAD SHX Text
REPLACEMENT PAVEMENT COURSE WITH

AutoCAD SHX Text
COMPACTED LIME ROCK MATERIAL.

AutoCAD SHX Text
   EXISTING BASE WITH LOCAL SUBGRADE

AutoCAD SHX Text
1.  BACKFILL TO WITHIN 12" OF BOTTOM OF

AutoCAD SHX Text
%%UBACKFILLING MATERIALS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
ON EXISTING BRICK

AutoCAD SHX Text
ASPHALTIC CONCRETE OVERLAY

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
12"

AutoCAD SHX Text
D

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
45%%d

AutoCAD SHX Text
BEDDING MATERIAL.

AutoCAD SHX Text
EXISTING SAND

AutoCAD SHX Text
SUBGRADE.

AutoCAD SHX Text
STABILIZED

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
LIMEROCK

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
EXISTING BRICK.

AutoCAD SHX Text
EXIST. SURFACE

AutoCAD SHX Text
(MINIMUM THICKNESS 18"). UNDER SITE

AutoCAD SHX Text
ASPHALT BASE TO BOTTOM OF BRICK.

AutoCAD SHX Text
FLOWABLE FILL TO

AutoCAD SHX Text
BOTTOM OF BRICK

AutoCAD SHX Text
SPECIFIC CONDITIONS FLOWABLE FILL (150

AutoCAD SHX Text
PSI) MAY BE USED AS A BACKFILL MATERIAL.

AutoCAD SHX Text
4.  NOTE 4, 5 AND 6 OF 205A.

AutoCAD SHX Text
5.  ASPHALT BASE ON BRICK STREET TO 

AutoCAD SHX Text
   START AT BOTTOM OF BRICK.

AutoCAD SHX Text
6.  WHEN FLOWABLE FILL IS USED, THE FLOWABLE

AutoCAD SHX Text
NO HIGHLY PLASTIC OR SATURATED MATERIAL

AutoCAD SHX Text
MAY BE USED IN BACKFILLING OPERATION.

AutoCAD SHX Text
   FILL SHALL BE FILLED TO THE BOTTOM OF BRICK.

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
201

AutoCAD SHX Text
BACKFILL DETAIL

AutoCAD SHX Text
FOR ASPHALT CONCRETE

AutoCAD SHX Text
ON BRICK PAVEMENT

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
7.  FLOWABLE FILL MAY BE USED WITH WRITTEN

AutoCAD SHX Text
 APPROVAL OF THE DIRECTOR OF PUBLIC WORKS.

AutoCAD SHX Text
ROCK PLACEMENT IN

AutoCAD SHX Text
WET CONDITION

AutoCAD SHX Text
ROCK STABILIZATION

AutoCAD SHX Text
12"

AutoCAD SHX Text
1.  ROCK SHALL BE PLACED TO AN ELEVATION OF 12" ABOVE THE EXISTING WATER LEVEL

AutoCAD SHX Text
   AND UNDER PIPE TO STABILIZE PIPE.

AutoCAD SHX Text
2.  WELL POINTS MAY BE USED IN LEU OF ROCK IF STABLE AND DRY DITCH CAN BE 

AutoCAD SHX Text
  ACCOMPLISHED BY WELL POINTS.

AutoCAD SHX Text
%%UWET CONDITION BACKFILLING

AutoCAD SHX Text
3.  GEOTEXTILE FABRIC SEPARATION BARRIER.



AutoCAD SHX Text
        MATERIAL IN SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 3  THE REMAINDER OF THE TRENCH SHALL BE BACKFILLED AND COMPACTED WITH SUITABLE OR DESIGNATED

AutoCAD SHX Text
         LEAST ONE FOOT ABOVE THE TOP OF THE PIPE OR CONDUIT IN 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 2  FILL SHALL BE PLACED AND COMPACTED ALONG THE SIDES OF THE PIPE OR CONDUIT AND TO A POINT AT

AutoCAD SHX Text
         SUCCESSIVE 6" LAYERS OF COMPACTED THICKNESS.

AutoCAD SHX Text
STAGE 1  ADEQUATE FILL SHALL BE PLACED AND COMPACTED BENEATH THE HAUNCHES OF THE PIPE OR CONDUIT IN

AutoCAD SHX Text
%%UBACKFILLING PROCEDURES

AutoCAD SHX Text
THE TRENCH.

AutoCAD SHX Text
PRESENT OR FUTURE PAVEMENT AREAS) THE THIRD

AutoCAD SHX Text
ANTICIPATED (I.E.: BEYOND THE LIMITS OF

AutoCAD SHX Text
IN LOCATIONS WHERE NO VEHICLE LOADS ARE

AutoCAD SHX Text
STAGE BACKFILL SHALL BE COMPACTED TO A FIRM-

AutoCAD SHX Text
NESS EQUAL TO THAT OF THE SOIL ADJACENT TO

AutoCAD SHX Text
DENSITIES OBTAINED.

AutoCAD SHX Text
INSPECTOR WILL DETERMINE LOCATIONS FOR ANY

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
THE BACKFILL OF ALL THREE STAGES SHALL BE

AutoCAD SHX Text
COMPACTED TO 98% OF MAXIMUM DENSITY AS

AutoCAD SHX Text
DETERMINED BY AASHTO T-180. THE CITY'S

AutoCAD SHX Text
2.  BACKFILL IMMEDIATE 12" BELOW BOTTOM 

AutoCAD SHX Text
OF SAND CUSHION WITH COMPACTED

AutoCAD SHX Text
   MATERIAL.

AutoCAD SHX Text
   SAND CUSHION WITH LOCAL SUBGRADE

AutoCAD SHX Text
1.  BACKFILL TO WITHIN 12" OF BOTTOM OF

AutoCAD SHX Text
%%UBACKFILLING MATERIALS

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
LIMEROCK

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
STABILIZED

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
45%%d

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
D

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
%%UBRICK PAVEMENT

AutoCAD SHX Text
NTS

AutoCAD SHX Text
BRICK PAVEMENT

AutoCAD SHX Text
2" SAND CUSHION

AutoCAD SHX Text
(MINIMUM THICKNESS 18"). UNDER SITE

AutoCAD SHX Text
FLOWABLE FILL TO

AutoCAD SHX Text
BOTTOM OF SAND BASE

AutoCAD SHX Text
3.  WHEN FLOWABLE FILL IS USED, THE FLOWABLE

AutoCAD SHX Text
THE SAND BASE.

AutoCAD SHX Text
FILL SHALL BE FILLED TO THE BOTTOM OF 

AutoCAD SHX Text
SPECIFIC CONDITIONS FLOWABLE FILL (150

AutoCAD SHX Text
PSI) MAY BE USED AS A BACKFILL MATERIAL.

AutoCAD SHX Text
NO HIGHLY PLASTIC OR SATURATED MATERIAL

AutoCAD SHX Text
MAY BE USED IN BACKFILLING OPERATION.

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
BACKFILL DETAIL

AutoCAD SHX Text
FOR BRICK CONCRETE

AutoCAD SHX Text
3

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
201

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
ROCK PLACEMENT IN

AutoCAD SHX Text
WET CONDITION

AutoCAD SHX Text
ROCK STABILIZATION

AutoCAD SHX Text
12"

AutoCAD SHX Text
1.  ROCK SHALL BE PLACED TO AN ELEVATION OF 12" ABOVE THE EXISTING WATER LEVEL

AutoCAD SHX Text
   AND UNDER PIPE TO STABILIZE PIPE.

AutoCAD SHX Text
2.  WELL POINTS MAY BE USED IN LEU OF ROCK IF STABLE AND DRY DITCH CAN BE 

AutoCAD SHX Text
  ACCOMPLISHED BY WELL POINTS.

AutoCAD SHX Text
%%UWET CONDITION BACKFILLING

AutoCAD SHX Text
3.  GEOTEXTILE FABRIC SEPARATION BARRIER.



AutoCAD SHX Text
THAN 1/4 INCH SHALL BE CORRECTED.

AutoCAD SHX Text
ALL IRREGULARITIES GREATER

AutoCAD SHX Text
OF THE CROSS SLOPE OF ROAD.

AutoCAD SHX Text
OF ROAD AND IN THE DIRECTION

AutoCAD SHX Text
LAID PARALLEL TO THE CENTERLINE

AutoCAD SHX Text
WITH A 10 FT. STRAIGHT EDGE

AutoCAD SHX Text
2. LEVELING BED SHALL BE CHECKED

AutoCAD SHX Text
1. LIMEROCK SCREENINGS PER F.D.O.T.

AutoCAD SHX Text
SEE NOTE 1

AutoCAD SHX Text
LEVELING COURSE

AutoCAD SHX Text
BRICK PAVEMENT

AutoCAD SHX Text
EXISTING SUBGRADE

AutoCAD SHX Text
AREA OF

AutoCAD SHX Text
AREA OF

AutoCAD SHX Text
EXISTING SUBGRADE

AutoCAD SHX Text
BRICK PAVEMENT

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
LIMEROCK SCREENINGS OR

AutoCAD SHX Text
FLOWABLE FILL AS A

AutoCAD SHX Text
STD. SPECS. SECTION 902 OR FLOWABLE

AutoCAD SHX Text
FILL BASED ON SITE CONDITIONS.

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
REPAIR/REPLACEMENT

AutoCAD SHX Text
FOR BRICK PAVEMENT

AutoCAD SHX Text
4

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
201

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
REPAIR/REPLACEMENT (MUST EXTEND BEYOND DISTRESSD AREA A MINIMUN OF 1 INCH IN EACH DIRECTION)

AutoCAD SHX Text
REPAIR/REPLACEMENT (MUST EXTEND BEYOND DISTRESSD AREA A MINIMUN OF 1 INCH IN EACH DIRECTION)



AutoCAD SHX Text
NTS

AutoCAD SHX Text
(INLET TYPE 2 SYMMETRICAL ABOUT C/L)

AutoCAD SHX Text
%%UINLET TYPE 1

AutoCAD SHX Text
C/L

AutoCAD SHX Text
5"

AutoCAD SHX Text
5"

AutoCAD SHX Text
4'

AutoCAD SHX Text
2'

AutoCAD SHX Text
7"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
3'-6" OR 4'-0"

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
2' - 2"

AutoCAD SHX Text
#5 @ 6" O.C.B.W.

AutoCAD SHX Text
PROVIDE HOOK, LAID FLAT

AutoCAD SHX Text
THIS END OF TOP BARS

AutoCAD SHX Text
#4 @ 8" O.C.B.W.

AutoCAD SHX Text
#4 @ 8" O.C.B.W.

AutoCAD SHX Text
SLOPE 6:1

AutoCAD SHX Text
%%USECTION AA

AutoCAD SHX Text
NTS

AutoCAD SHX Text
7"

AutoCAD SHX Text
9"

AutoCAD SHX Text
6"

AutoCAD SHX Text
STD 24"

AutoCAD SHX Text
%%USECTION BB

AutoCAD SHX Text
NTS

AutoCAD SHX Text
8"

AutoCAD SHX Text
7"

AutoCAD SHX Text
3"

AutoCAD SHX Text
18"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
%%USECTION CC

AutoCAD SHX Text
NTS

AutoCAD SHX Text
7"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
6"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
18"

AutoCAD SHX Text
12"

AutoCAD SHX Text
7"

AutoCAD SHX Text
9"

AutoCAD SHX Text
%%USECTION EE

AutoCAD SHX Text
NTS

AutoCAD SHX Text
10"

AutoCAD SHX Text
18"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
4'

AutoCAD SHX Text
2'

AutoCAD SHX Text
3'

AutoCAD SHX Text
3'

AutoCAD SHX Text
1'

AutoCAD SHX Text
1'

AutoCAD SHX Text
1'

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
6"

AutoCAD SHX Text
2' DIAMETER COVER

AutoCAD SHX Text
#5 @ 6" O.C.B.W.

AutoCAD SHX Text
2-#5 AROUND HOLE

AutoCAD SHX Text
MIAMI CURB

AutoCAD SHX Text
MIAMI CURB

AutoCAD SHX Text
4"

AutoCAD SHX Text
%%USECTION DD

AutoCAD SHX Text
5" DIA. CONCRETE

AutoCAD SHX Text
SUPPORT POST

AutoCAD SHX Text
6"

AutoCAD SHX Text
5" DIA. CONC.

AutoCAD SHX Text
SUPPORT POST

AutoCAD SHX Text
10'-6"

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
3.5' OR 4'

AutoCAD SHX Text
6"

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
INLET TYPE 1 AND 2

AutoCAD SHX Text
FOR MIAMI CURB

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
202

AutoCAD SHX Text
ALL STEEL IN THROATS SHALL HAVE 1-1/2" MINIMUM COVER UNLESS OTHERWISE SHOWN.

AutoCAD SHX Text
INLET THROATS SHALL BE EITHER CAST IN PLACE OR PRECAST. DOWELS TO TOP SLAB REQUIRED. RING & COVER-SLAB TYPE TO BE USF 1255 AK OR EQUAL. INLETS ON TYPE E AND F CURBS WILL BE CONSTRUCTED IN ACCORDANCE WITH FDOT INDEX 201.

AutoCAD SHX Text
1.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.



AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
INLET TYPE 3 AND 4

AutoCAD SHX Text
FOR MIAMI CURB

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
202

AutoCAD SHX Text
NTS

AutoCAD SHX Text
(INLET TYPE 4 SYMMETRICAL ABOUT C/L)

AutoCAD SHX Text
%%UINLET TYPE 3

AutoCAD SHX Text
C/L

AutoCAD SHX Text
5"

AutoCAD SHX Text
5"

AutoCAD SHX Text
4'

AutoCAD SHX Text
2'

AutoCAD SHX Text
7"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
3'-6" OR 4'-0"

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
2' - 2"

AutoCAD SHX Text
#5 @ 6" O.C.B.W.

AutoCAD SHX Text
PROVIDE HOOK, LAID FLAT

AutoCAD SHX Text
THIS END OF TOP BARS

AutoCAD SHX Text
#4 @ 8" O.C.B.W.

AutoCAD SHX Text
#4 @ 8" O.C.B.W.

AutoCAD SHX Text
SLOPE 6:1

AutoCAD SHX Text
%%USECTION AA

AutoCAD SHX Text
NTS

AutoCAD SHX Text
7"

AutoCAD SHX Text
9"

AutoCAD SHX Text
6"

AutoCAD SHX Text
STD 24"

AutoCAD SHX Text
%%USECTION BB

AutoCAD SHX Text
NTS

AutoCAD SHX Text
8"

AutoCAD SHX Text
7"

AutoCAD SHX Text
3"

AutoCAD SHX Text
18"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
%%USECTION CC

AutoCAD SHX Text
NTS

AutoCAD SHX Text
7"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
6"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
18"

AutoCAD SHX Text
12"

AutoCAD SHX Text
7"

AutoCAD SHX Text
9"

AutoCAD SHX Text
%%USECTION EE

AutoCAD SHX Text
NTS

AutoCAD SHX Text
10"

AutoCAD SHX Text
18"

AutoCAD SHX Text
STD 12"

AutoCAD SHX Text
4"

AutoCAD SHX Text
%%USECTION DD

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
4'

AutoCAD SHX Text
2'

AutoCAD SHX Text
3'

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
3.5' OR 4'

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
C/L

AutoCAD SHX Text
6"

AutoCAD SHX Text
2' DIAMETER COVER

AutoCAD SHX Text
#5 @ 6" O.C.B.W.

AutoCAD SHX Text
2-#5 AROUND HOLE

AutoCAD SHX Text
MIAMI CURB

AutoCAD SHX Text
MIAMI CURB

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
3'

AutoCAD SHX Text
1'

AutoCAD SHX Text
1'

AutoCAD SHX Text
1'

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
5" DIA. CONC.

AutoCAD SHX Text
SUPPORT POST

AutoCAD SHX Text
6"

AutoCAD SHX Text
5" DIA. CONCRETE

AutoCAD SHX Text
SUPPORT POST

AutoCAD SHX Text
6'-6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
ALL STEEL IN THROATS SHALL HAVE 1-1/2" MINIMUM COVER UNLESS OTHERWISE SHOWN.

AutoCAD SHX Text
INLET THROATS SHALL BE EITHER CAST IN PLACE OR PRECAST. DOWELS TO TOP SLAB REQUIRED. RING & COVER-SLAB TYPE TO BE USF 1255 AK OR EQUAL. INLETS ON TYPE E AND F CURBS WILL BE CONSTRUCTED IN ACCORDANCE WITH FDOT INDEX 201.

AutoCAD SHX Text
1.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.



AutoCAD SHX Text
STABILIZED SUBGRADE

AutoCAD SHX Text
LIMEROCK BASE

AutoCAD SHX Text
ASPHALTIC CONC.

AutoCAD SHX Text
36"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
36"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
UNDERGROUND UTILITY CASING

AutoCAD SHX Text
URBAN DESIGN FOR PAVED STREET

AutoCAD SHX Text
RURAL DESIGN FOR PAVED STREET

AutoCAD SHX Text
UNDERGROUND UTILITY CASING

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
36"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
36"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
36"

AutoCAD SHX Text
ASPHALTIC CONC.

AutoCAD SHX Text
LIMEROCK BASE

AutoCAD SHX Text
STABILIZED SUBGRADE

AutoCAD SHX Text
36"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
UNDERGROUND UTILITY CASING

AutoCAD SHX Text
RURAL DESIGN FOR UNPAVED STREET

AutoCAD SHX Text
18' MIN.

AutoCAD SHX Text
18' MIN.

AutoCAD SHX Text
1/2  R/W

AutoCAD SHX Text
1/2  R/W

AutoCAD SHX Text
( OPEN CUT SECTION )

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
R/W LINE

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
UNDERGROUND UTILITY 

AutoCAD SHX Text
CROSSING OF STREETS

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
203

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
36"

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16



AutoCAD SHX Text
%%UNOTES:     PAVED STREET INSTALLATION

AutoCAD SHX Text
1.  "Jack and bore" or "Directional Bore" shall be the only approved method

AutoCAD SHX Text
     of installing an underground utility under an existing paved

AutoCAD SHX Text
     street. Neither "Air Jetting" nor "Water Jetting" methods will

AutoCAD SHX Text
     be allowed. Where extraordinary circumstances preclude the

AutoCAD SHX Text
     "Jack and Bore" or "Directional Bore" methods of crossing, the director of

AutoCAD SHX Text
     Public Works may authorize an "Open-Cut" trench across the

AutoCAD SHX Text
     paved street. The Contractor shall then be required to

AutoCAD SHX Text
     backfill the trench, patch the pavement, as indicated on Index

AutoCAD SHX Text
     No. 205 A. In certain instances a "Feathering-In" of the 

AutoCAD SHX Text
     asphalt patch may be required, as deemed appropriate by the

AutoCAD SHX Text
     Director of Public Works.

AutoCAD SHX Text
 2.  The casing of the underground utility  crossing shall maintain a

AutoCAD SHX Text
     minimum of 36 inches of cover from the roadway

AutoCAD SHX Text
     pavement to the outside diameter of the casing.

AutoCAD SHX Text
 3.  The casing shall extend a minimum of three (3) feet from the

AutoCAD SHX Text
     back of curb on both sides of the road on an urban design

AutoCAD SHX Text
     section and a minimum of three (3) feet from the outside edge

AutoCAD SHX Text
     of pavement of both sides of the road on a rural design

AutoCAD SHX Text
     section.

AutoCAD SHX Text
 4.  Where the actual location of a potential conflict may exist

AutoCAD SHX Text
     between the proposed casing and an existing utility, a "Window"

AutoCAD SHX Text
     in the asphalt pavement may be authorized by the City in order

AutoCAD SHX Text
     to verify the exact depth and location of the utility. This

AutoCAD SHX Text
     window must be patched as soon as it has served its purpose and

AutoCAD SHX Text
     shall not remain overnight unpatched under any circumstances.

AutoCAD SHX Text
     The "Window" shall not exceed an area of one square foot.

AutoCAD SHX Text
 5.  All methods of installation are subject to the review, approval

AutoCAD SHX Text
    and inspection by the City of Lakeland. Such installations

AutoCAD SHX Text
%%Uwill require the issuance of a City of Lakeland Utility Permit.

AutoCAD SHX Text
Operations deemed as potentially damaging or unsafe will not be

AutoCAD SHX Text
permitted. Road crossings shall be completed on the same day,

AutoCAD SHX Text
whenever possible.

AutoCAD SHX Text
6.  Traffic Control at the project site shall conform to FDOT

AutoCAD SHX Text
    Design Standards as approved by the City of

AutoCAD SHX Text
    Lakeland and shall be maintained during all stages of the

AutoCAD SHX Text
    underground utility installation.

AutoCAD SHX Text
%%UUNPAVED STREET INSTALLATION

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
UNDERGROUND UTILITY 

AutoCAD SHX Text
CROSSING OF STREETS

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
203

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
9/10/00

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
12/14/00

AutoCAD SHX Text
1/11/16

AutoCAD SHX Text
The crossing of an unpaved street may be accomplished by open-cutting of the street. The depth of cover of the utility installations shall be a minimum of thirty-six (36) inches. The material removed is to be replaced in layers and compacted. The last six inches of backfill material will be replaced with limerock or shell material (as deemed appropriate) and compacted.  This will serve to provide a traffic bearing material and as an indication that there is a utility crossing at the location. A City of Lakeland a utility crossing at the location. A City of Lakeland  of Lakeland of Lakeland Utility Permit shall be required and adequate traffic control shall  and adequate traffic control shall be maintained at all stages of the operation.



AutoCAD SHX Text
2'

AutoCAD SHX Text
Min

AutoCAD SHX Text
7' *

AutoCAD SHX Text
Min

AutoCAD SHX Text
12'

AutoCAD SHX Text
Min

AutoCAD SHX Text
5' 

AutoCAD SHX Text
Min

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
6'

AutoCAD SHX Text
Min

AutoCAD SHX Text
5' 

AutoCAD SHX Text
Min

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
12'

AutoCAD SHX Text
Min

AutoCAD SHX Text
5' 

AutoCAD SHX Text
Min

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
2'

AutoCAD SHX Text
Min

AutoCAD SHX Text
7' **

AutoCAD SHX Text
Min

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
Sidewalk *

AutoCAD SHX Text
7' 

AutoCAD SHX Text
Min

AutoCAD SHX Text
30" to 36" 

AutoCAD SHX Text
4' 

AutoCAD SHX Text
Min

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
1

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
300

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
SIGN INSTALLATION DETAIL SHEET

AutoCAD SHX Text
4/24/18

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE



3
 

"

C
I
T

Y
 
L

O
G

O

1

2

"
 
W

H
I
T

E

B
O

A
R

D
E

R

C
I
T

Y
 
L

O
G

O

9
"
 
S

I
G

N

B
L

A
N

K

"

R
A

D
I
U

S

N
O

T
 
T

O
 
S

C
A

L
E

3
"
 
G

R
E

E
N

N
U

M
B

E
R

S

AutoCAD SHX Text
12

AutoCAD SHX Text
4" WHITE PREFIX UPPER-CASE LETTER

AutoCAD SHX Text
6" WHITE UPPER-CASE & LOWER-CASE LETTERING FOR STREET NAME

AutoCAD SHX Text
3" WHITE SUFFIX UPPER-CASE & LOWER-CASE LETTER

AutoCAD SHX Text
34

AutoCAD SHX Text
ARROW NEEDS TO BE REVERSED

AutoCAD SHX Text
ON MATCHING SIGN

AutoCAD SHX Text
PRIVATE STREET MARKER

AutoCAD SHX Text
CITY OF LAKELAND

AutoCAD SHX Text
FLORIDA

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
INDEX NO.

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
OF

AutoCAD SHX Text
2

AutoCAD SHX Text
300

AutoCAD SHX Text
7/3/18

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
SIGN INSTALLATION DETAIL SHEET

AutoCAD SHX Text
4/24/18

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE






















	Sheets and Views
	STANDARD DETAIL ALL-SD 100
	STANDARD DETAIL ALL-SD 101 1
	STANDARD DETAIL ALL-SD 101 2
	STANDARD DETAIL ALL-SD 101 3
	STANDARD DETAIL ALL-SD 101 4
	STANDARD DETAIL ALL-SD 101 5
	STANDARD DETAIL ALL-SD 101 6
	STANDARD DETAIL ALL-SD 101 7
	STANDARD DETAIL ALL-SD 101 8
	STANDARD DETAIL ALL-SD 101 9
	STANDARD DETAIL ALL-SD 102 1
	STANDARD DETAIL ALL-SD 102 2
	STANDARD DETAIL ALL-SD 103 1
	STANDARD DETAIL ALL-SD 104 1
	STANDARD DETAIL ALL-SD 104 2
	STANDARD DETAIL ALL-SD 105 1
	STANDARD DETAIL ALL-SD 105 2
	STANDARD DETAIL ALL-SD 106 1
	STANDARD DETAIL ALL-SD 106 2
	STANDARD DETAIL ALL-SD 106 3
	STANDARD DETAIL ALL-SD 106 4
	STANDARD DETAIL ALL-SD 106 5
	STANDARD DETAIL ALL-SD 107 1
	STANDARD DETAIL ALL-SD 107 2
	STANDARD DETAIL ALL-SD 108 1
	STANDARD DETAIL ALL-SD 108 2
	STANDARD DETAIL ALL-SD 108 3
	STANDARD DETAIL ALL-SD 108 4
	STANDARD DETAIL ALL-SD 108 5
	STANDARD DETAIL ALL-SD 200 1
	STANDARD DETAIL ALL-SD 201 1
	STANDARD DETAIL ALL-SD 201 2
	STANDARD DETAIL ALL-SD 201 3
	STANDARD DETAIL ALL-SD 201 4
	STANDARD DETAIL ALL-SD 202 1
	STANDARD DETAIL ALL-SD 202 2
	STANDARD DETAIL ALL-SD 203 1
	STANDARD DETAIL ALL-SD 203 2
	STANDARD DETAIL ALL-SD 300 1
	STANDARD DETAIL ALL-SD 300 2
	STANDARD DETAIL ALL-SD 800 1
	STANDARD DETAIL ALL-SD 800 2
	STANDARD DETAIL ALL-SD 800 3
	STANDARD DETAIL ALL-SD 800 4
	STANDARD DETAIL ALL-SD 801 1
	STANDARD DETAIL ALL-SD 900 1
	STANDARD DETAIL ALL-SD 900 2
	STANDARD DETAIL ALL-SD 900 3
	STANDARD DETAIL ALL-SD 900 4
	STANDARD DETAIL ALL-SD 900 5




